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Quality assurance

Soft solders and Merkur-Rolled lead

ISO-����® „SP“ · „AF“ · „Stearin“ - flux cored soft solder wires

ISO-����® „Kolo“ - flux cored soft solder wires

ISO-����® „RA“ · „RA 05“ - flux cored soft solder wires

ISO-����® „RA-AT“ · „EL“ · „ELS“ - flux cored soft solder wires

Pure tin wire / lead wire / special soft solders

Solder wire������
���- fittings solder Cu-Rotin® 3 + 4

Soft soldering - and tinning paste / Cu-Rofix®-fittings solder paste

Solar - soft solder pastes

Soft solder flux

Soft solder fluxes Cu-Roflux®-  Cu-Roclean® -  Cu-Roplus®

Soft solder flux  / DOFLUX - products

ISO-Tin®- for electronic solders and lead free soft solders

ISO-Flux®- for electronic solders and auxiliaries

ISO-Cream®- soldering pastes

Cable fluxes, fluxes for electronics and auxiliaries

Hard solder fluxes / AMONAL - flux

Copper hard solders

Silver hard solders - cadmium free

Silver hard solders - containing cadmium

Brass hard solders and special brass hard solders

Special brass hard solders, copper nickel hard solders and copper welding wires

Copper-, bronze-, aluminium bronze-, cast-iron - welding wires

Autogenous - and inert gas welding

Aluminium welding wires

Comparison of new and old standards

Soldering auxiliaries

Metal sprays, brushes for inside pipe cleaning, thermo isolating carpets

Mounting foam / TANGIT

Leak detecting spray / lubricants / construction plugs

Thredsealing materials

Silicone sealing materials and  accessories

Dam-up profiles and sound-absorbing products

If you do not find the products you need in our delivery
program, please do not hesitate to contact our sales department.

It will be a pleasure for us to assist you.
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Our laboratory for product research and quality monitoring.

FELDER GMBH is an innovative enterprise in the field of soldering technology. Sophisticated production processes
guarantee a constant high quality for our solders and fluxes.

All FELDER - Products are subject to continuous quality monitoring by our laboratory and are produced according
to the standards of ISO 9000.

Our laboratory is equipped, amongst others, with an optical emission spectrometer and an  IR-spectrophotometer.
We are also in a position to carry out the conventional methods of analysis. These are the conditions for many of our
company’s outstanding developments.

Careful advice and customized problem solutions are part of our philosophy.

The large range of products makes us a highly efficient partner for trade and industry.

We face up to your requirements. Please try us!

To a good cooperation.

Emission Spectrometer
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12250122
12251000
12310120
12360122
12410122
12510120
12610120
12970120

12990120

12310450
12410450
12510450
12610450

13600120
13630120

13090055
13100055
13800055

13009199

11100000
11120000
11150000
11200000
11300000

25,0 kg
25,0 kg
25,0 kg
25,0 kg
25,0 kg
25,0 kg
25,0 kg
20,0 kg

20,0 kg

25,0 kg
25,0 kg
25,0 kg
25,0 kg

20,0 kg
20,0 kg

10,0 kg
10,0 kg
10,0 kg

50,0 kg

50,0 kg
50,0 kg
50,0 kg
50,0 kg
50,0 kg

FELDER - soft solders and MERKUR - rolled lead

Soft solder, acc. DIN EN 29453
triangular rods of 400 mm           Melting Range
S-Pb74Sn25Sb1, coachwork tin 185  - 263° C
S-Pb74Sn25Sb1, pressed rods, coachwork tin 185  - 263° C
S-Pb70Sn30 183  - 255° C
S-Pb65Sn35 183  - 245° C
S-Pb60Sn40, tin for roofers, for Cu- and Zn-gutter 183  - 235° C
S-Pb50Sn50Sb 183  - 216° C
S-Sn60Pb40Sb 183  - 190° C
S-Sn97Cu3, tin for roofers, for 230  - 250° C
                      Cu-gutters (without studs)

Pure tin, S-Sn99,9      232° C
further pure tin alloys with copper or antimony additives are deliverable

Soft solder in threads, acc. DIN EN 29453, 500 mm long
2-3 mm, S-Pb70Sn30, radiator building 183  - 255° C
2-3 mm, S-Pb60Sn40, radiator building 183  - 235° C
2-3 mm, S-Pb50Sn50Sb, Tiffany soldering 183  - 216° C
2-3 mm, S-Sn60Pb40Sb, Tiffany soldering 183  - 190° C

        also in 3-4 mm and 4-5 mm deliverable

Aluminium soft solder, triangular rods of 400 mm
S-Sn60Zn40 200  - 340° C
S-Sn90Zn10 200  - 250° C

Babitt metal, acc. DIN ISO 4381,
for babitting of axle-boxes, 8 bis 10 kg ingots
PbSb14Sn9CuAs
PbSb15Sn10
SnSb12Cu6Pb

- Special alloys can be delivered on request -

Lead wool,
for sealing of stoneware tubes, 50 kg bags

MERKUR-rolled lead, Pb 99,97 %, Cu 0,03 - 0,05 %,
with imprinted size and weight data
standard sizes: 50 kg rolls
1,00 x 1.000 mm
1,25 x 1.000 mm
1,50 x 1.000 mm
2,00 x 1.000 mm
3,00 x 1.000 mm
standard cuts: 100 mm, 125 mm, 150 mm,

200 mm, 250 mm, 300 mm,
330 mm, 430 mm, 500 mm

Lead profiles as well as casting and type
metals can be delivered on request.
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Solder wire ISO-����® „SP“, acc. DIN EN 29453,
flux cored, DIN EN 29454.1, 2.1.3.B (F-SW 24),
soft solder for general soldering works (not suitable in field of
electronics)

    Melting Range
S-Pb70Sn30       183 - 255° C 1,50 mm Ø 1 m cardette

2,00 mm Ø 0,100 kg spool
2,00 mm Ø 0,250 kg spool
2,00 mm Ø 0,500 kg spool
2,00 mm Ø 1,000 kg spool

S-Pb60Sn40       183 - 235° C 1,50 mm Ø 1 m cardette
1,50 mm Ø 0,100 kg spool
1,50 mm Ø 0,250 kg spool
1,50 mm Ø 0,500 kg spool
1,50 mm Ø 1,000 kg spool
2,00 mm Ø 20 g cardette
2,00 mm Ø 0,100 kg spool
2,00 mm Ø 0,250 kg spool
2,00 mm Ø 0,500 kg spool
2,00 mm Ø 1,000 kg spool
3,00 mm Ø 0,100 kg spool
3,00 mm Ø 0,250 kg spool
3,00 mm Ø 0,500 kg spool
3,00 mm Ø 1,000 kg spool

S-Sn60Pb40       183 - 190° C 2,00 mm Ø 0,100 kg spool
2,00 mm Ø 0,250 kg spool
2,00 mm Ø 0,500 kg spool
2,00 mm Ø 1,000 kg spool
3,00 mm Ø 0,100 kg spool
3,00 mm Ø 0,250 kg spool
3,00 mm Ø 0,500 kg spool
3,00 mm Ø 1,000 kg spool

Solder wire ISO-����® „AF“, acc. DIN EN 29453,
flux cored, DIN EN 29454.1, 2.1.2.A (F-SW 25),
soft solder for fittings (sanitary use)

    Melting Range
S-Pb60Sn40       183 - 235° C 2,00 mm Ø 1,000 kg spool
S-Sn60Pb40       183 - 190° C 2,00 mm Ø 1,000 kg spool

Solder wire „Stearin“, DIN EN 29453,
flux cored, DIN EN 29454.1, 2.2.3.B (F-SW 23),
soft solder for soldering of  lead-pipes and -sheets

    Melting Range
S-Pb70Sn30        183 - 255° C 5,00 mm Ø 1,000 kg rings

5,00 mm Ø 5,000 kg rings
S-Pb65Sn35        183 - 245° C 5,00 mm Ø 1,000 kg rings

5,00 mm Ø 5,000 kg rings
S-Pb60Sn40        183 - 235° C 5,00 mm Ø 1,000 kg rings

5,00 mm Ø 5,000 kg rings

15322072
15322010
15322020
15322030
15322040
15401570
15401510
15401520
15401530
15401540
15402072
15402010
15402020
15402030
15402040
15403010
15403020
15403030
15403040
15602010
15602020
15602030
15602040
15603010
15603020
15603030
15603040

42402040
42602040

16325041
16325051
16375041
16375051
16415041
16415051

FELDER - flux cored ISO-����®-soft solder wires

   50 pc
10,0 kg
12,5 kg
15,0 kg
20,0 kg
   50 pc
10,0 kg
12,5 kg
15,0 kg
20,0 kg
   50 pc
10,0 kg
12,5 kg
15,0 kg
20,0 kg
10,0 kg
12,5 kg
15,0 kg
20,0 kg
10,0 kg
12,5 kg
15,0 kg
20,0 kg
10,0 kg
12,5 kg
15,0 kg
20,0 kg

20,0 kg
20,0 kg

  1,0 kg
  5,0 kg
  1,0 kg
  5,0 kg
  1,0 kg
  5,0 kg

All solder  wires can be produced in following diameters and
packages:

Flux contents: from 0,5 % to 5,0 %
Wire diameter: 0,25 to 8,0 mm (partially bigger)
Solder wire on spools: per 50 g, 100 g, 250 g, 500 g, 1,00 kg,

5 ,00 kg, 10,00 kg, 15,00 kg, 20,00 kg
cardette per 1 m, 10 g, 20 g,
dispenser per 15 g, 20 g, 25 g, 40 g
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Soldering wire ISO-����® „Kolo“, acc. DIN EN 29453,
flux cored soft solder wire, DIN EN 29454.1, 1.1.1.B (F-SW 31),
for soldering in the field of electronics and telecommunications

   Melting Range
S-Pb70Sn30      183 - 255° C 5,00 mm Ø 1,000 kg rings

5,00 mm Ø 5,000 kg rings

S-Pb65Sn35      183 - 245° C 5,00 mm Ø 1,000 kg rings
5,00 mm Ø 5,000 kg rings

S-Pb60Sn40      183 - 235° C 1,50 mm Ø 0,100 kg spool
1,50 mm Ø 0,250 kg spool
1,50 mm Ø 0,500 kg spool
1,50 mm Ø 1,000 kg spool

S-Pb60Sn40      183 - 235° C 2,00 mm Ø 0,100 kg spool
2,00 mm Ø 0,250 kg spool
2,00 mm Ø 0,500 kg spool
2,00 mm Ø 1,000 kg spool

S-Pb60Sn40      183 - 235° C 3,00 mm Ø 0,100 kg spool
3,00 mm Ø 0,250 kg spool
3,00 mm Ø 0,500 kg spool
3,00 mm Ø 1,000 kg spool

S-Pb60Sn40      183 - 235° C 4,00 mm Ø 0,500 kg spool
4,00 mm Ø 1,000 kg spool

S-Pb60Sn40      183 - 235° C 5,00 mm Ø 1,000 kg rings
5,00 mm Ø 5,000 kg rings

S-Sn60Pb40       183 - 190° C 1,00 mm Ø 0,100 kg spool
1,00 mm Ø 0,250 kg spool
1,00 mm Ø 0,500 kg spool
1,00 mm Ø 1,000 kg spool

S-Sn60Pb40       183 - 190° C 1,50 mm Ø 0,100 kg spool
1,50 mm Ø 0,250 kg spool
1,50 mm Ø 0,500 kg spool
1,50 mm Ø 1,000 kg spool

S-Sn60Pb40       183 - 190° C 2,00 mm Ø 0,100 kg spool
2,00 mm Ø 0,250 kg spool
2,00 mm Ø 0,500 kg spool
2,00 mm Ø 1,000 kg spool

  1,0 kg
  5,0 kg

  1,0 kg
  5,0 kg

10,0 kg
12,5 kg
15,0 kg
20,0 kg

10,0 kg
12,5 kg
15,0 kg
20,0 kg

10,0 kg
12,5 kg
15,0 kg
20,0 kg

15,0 kg
20,0 kg

  1,0 kg
  5,0 kg

10,0 kg
12,5 kg
15,0 kg
20,0 kg

10,0 kg
12,5 kg
15,0 kg
20,0 kg

10,0 kg
12,5 kg
15,0 kg
20,0 kg

FELDER - flux cored ISO-����®-soft solder wires

19325041
19325051

19375041
19375051

19411510
19411520
19411530
19411540

19412010
19412020
19412030
19412040

19413010
19413020
19413030
19413040

19414030
19414040

19415041
19415051

19611010
19611020
19611030
19611040

19611510
19611520
19611530
19611540

19612010
19612020
19612030
19612040

All solder wires can be produced in following diameters and
packages:

Flux contents: from 0,5 % to 5,0 %
Wire diameter: 0,25 to 8,0 mm (partially bigger)
Solder wire on spools: per 50 g, 100 g, 250 g, 500 g, 1,00 kg,

5 ,00 kg, 10,00 kg, 15,00 kg, 20,00 kg
cardette per 1 m, 10 g, 20 g,
dispenser per 15 g, 20 g, 25 g, 40 g
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Solder wire ISO-����® „RA“, acc. DIN EN 29453,
flux cored solder wire, DIN EN 29454.1, 1.1.2.B (F-SW 26),
for soldering in the field of electronics and electrical engineering,
halide activated

  Melting Range
S-Pb60Sn40 183 - 235° C 1,50 mm Ø 1 m cardette

1,50 mm Ø 0,100 kg spool
1,50 mm Ø 0,250 kg spool
1,50 mm Ø 0,500 kg spool
1,50 mm Ø 1,000 kg spool

S-Pb60Sn40 183 - 235° C 2,00 mm Ø 20 g  cardette
2,00 mm Ø 0,100 kg spool
2,00 mm Ø 0,250 kg spool
2,00 mm Ø 0,500 kg spool
2,00 mm Ø 1,000 kg spool

S-Pb60Sn40 183 - 235° C 3,00 mm Ø 0,100 kg spool
3,00 mm Ø 0,250 kg spool
3,00 mm Ø 0,500 kg spool
3,00 mm Ø 1,000 kg spool

S-Sn60Pb40 183 - 190° C 0,50 mm Ø 0,100 kg spool
0,50 mm Ø 0,250 kg spool

S-Sn60Pb40 183 - 190° C 0,75 mm Ø 0,100 kg spool
0,75 mm Ø 0,250 kg spool

S-Sn60Pb40 183 - 190° C 1,00 mm Ø 1 m cardette
1,00 mm Ø 0,100 kg spool
1,00 mm Ø 0,250 kg spool
1,00 mm Ø 0,500 kg spool
1,00 mm Ø 1,000 kg spool

S-Sn60Pb40 183 - 190° C 1,50 mm Ø 1 m cardette
1,50 mm Ø 0,100 kg spool
1,50 mm Ø 0,250 kg spool
1,50 mm Ø 0,500 kg spool
1,50 mm Ø 1,000 kg spool

S-Sn60Pb40 183 - 190° C 2,00 mm Ø 20 g cardette
2,00 mm Ø 0,100 kg spool
2,00 mm Ø 0,250 kg spool
2,00 mm Ø 0,500 kg spool
2,00 mm Ø 1,000 kg spool

S-Sn60Pb38Cu2 183 - 190° C 1,00 mm Ø 1,000 kg spool
1,50 mm Ø 1,000 kg spool
2,00 mm Ø 1,000 kg spool

S-Sn63Pb37 183° C eutectic 1,00 mm Ø 1,000 kg spool
1,50 mm Ø 1,000 kg spool
2,00 mm Ø 1,000 kg spool

Solder wire ISO-����®„RA 05“ (slightly halide activated) is also
deliverable in special versions in the alloys shown above.

FELDER - flux cored ISO-����®-electronic-soft solder wires

18401570
18401510
18401520
18401530
18401540
18402072
18402010
18402020
18402030
18402040
18403010
18403020
18403030
18403040
18600510
18600520
18600710
18600720
18641070
18601010
18601020
18601030
18601040
18641570
18601510
18601520
18601530
18601540
18642072
18602010
18602020
18602030
18602040
18641040
18641540
18642040
18751040
18751540
18752040

   50 pc
10,0 kg
12,5 kg
15,0 kg
20,0 kg
   50 pc
10,0 kg
12,5 kg
15,0 kg
20,0 kg
10,0 kg
12,5 kg
15,0 kg
20,0 kg
10,0 kg
12,5 kg
10,0 kg
12,5 kg
   50 pc
10,0 kg
12,5 kg
15,0 kg
20,0 kg
   50 pc
10,0 kg
12,5 kg
15,0 kg
20,0 kg
   50 pc
10,0 kg
12,5 kg
15,0 kg
20,0 kg
20,0 kg
20,0 kg
20,0 kg
20,0 kg
20,0 kg
20,0 kg

All solder wires can be produced in following diameters and
packages:

Flux contents: from 0,5 % to 5,0 %
Wire diameter: 0,25 to 8,0 mm (partially bigger)
Solder wire on spools: per 50 g, 100 g, 250 g, 500 g, 1,00 kg,

5 ,00 kg, 10,00 kg, 15,00 kg, 20,00 kg
cardette per 1 m, 10 g, 20 g,
dispenser per 15 g, 20 g, 25 g, 40 g
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20,0 kg
20,0 kg
20,0 kg
20,0 kg
20,0 kg
20,0 kg

10,0 kg
12,5 kg
10,0 kg
12,5 kg
15,0 kg
20,0 kg
   50 pc
10,0 kg
12,5 kg
15,0 kg
20,0 kg
   50 pc
10,0 kg
12,5 kg
15,0 kg
20,0 kg
10,0 kg
12,5 kg
15,0 kg
20,0 kg
20,0 kg
20,0 kg
20,0 kg
20,0 kg
20,0 kg
20,0 kg

20,0 kg
20,0 kg
20,0 kg
20,0 kg
20,0 kg
20,0 kg

42601040
42601540
42602040
42751040
42751540
42752040

20600510
20600520
20600710
20600720
20600730
20600740
20641070
20601010
20601020
20601030
20601040
20641570
20601510
20601520
20601530
20601540
20602010
20602020
20602030
20602040
20641040
20641540
20642040
20751040
20751540
20752040

44601040
44601540
44602040
44751040
44751540
44752040

Solder wire ISO-����®„RA-AT“, �acc. DIN EN 29453,
flux cored soft soldering wire, DIN EN 29454.1, 1.1.2.B (F-SW 26),
specially developed for mechanical soldering with short tacklife

    Melting Range
S-Sn60Pb40        183 - 190° C 1,00 mm Ø 1,000 kg spool

1,50 mm Ø 1,000 kg spool
2,00 mm Ø 1,000 kg spool

S-Sn63Pb37    183° C eutectic 1,00 mm Ø 1,000 kg spool
1,50 mm Ø 1,000 kg spool
2,00 mm Ø 1,000 kg spool

Solder wire ISO-����®„EL“, �acc. DIN EN 29453,
flux cored soft solder wire, DIN EN 29454.1, 1.1.3.B (F-SW 32),
for soldering in the field of electronics, halide-free activated

    Melting Range
S-Sn60Pb40        183 - 235° C 0,50 mm Ø 0,100 kg spool

0,50 mm Ø 0,250 kg spool
S-Sn60Pb40        183 - 235° C 0,75 mm Ø 0,100 kg spool

0,75 mm Ø 0,250 kg spool
0,75 mm Ø 0,500 kg spool
0,75 mm Ø 1,000 kg spool

S-Sn60Pb40        183 - 235° C 1,00 mm Ø 1 m cardette
1,00 mm Ø 0,100 kg spool
1,00 mm Ø 0,250 kg spool
1,00 mm Ø 0,500 kg spool
1,00 mm Ø 1,000 kg spool

S-Sn60Pb40        183 - 235° C 1,50 mm Ø 1 m cardette
1,50 mm Ø 0,100 kg spool
1,50 mm Ø 0,250 kg spool
1,50 mm Ø 0,500 kg spool
1,50 mm Ø 1,000 kg spool

S-Sn60Pb40        183 - 235° C 2,00 mm Ø 0,100 kg spool
2,00 mm Ø 0,250 kg spool
2,00 mm Ø 0,500 kg spool
2,00 mm Ø 1,000 kg spool

S-Sn60Pb38Cu2   183 - 190° C 1,00 mm Ø 1,000 kg spool
1,50 mm Ø 1,000 kg spool
2,00 mm Ø 1,000 kg spool

S-Sn63Pb37    183° C eutectic 1,00 mm Ø 1,000 kg spool
1,50 mm Ø 1,000 kg spool
2,00 mm Ø 1,000 kg spool

Solder wire ISO-����®„ELS“,�DIN EN 29453,
flux cored soft solder wire, DIN EN 29454.1, 1.2.3.B (F-SW 33), for
soldering in the field of electronics, based on synthetic resins
                                         Melting Range
S-Sn60Pb40        183 - 190° C 1,00 mm Ø 1,000 kg spool

1,50 mm Ø 1,000 kg spool
2,00 mm Ø 1,000 kg spool

S-Sn63Pb37   183° C eutectic 1,00 mm Ø 1,000 kg spool
1,50 mm Ø 1,000 kg spool
2,00 mm Ø 1,000 kg spool

FELDER - flux cored ISO-����®-electronic-soft solder wires

All solder wires can be produced in following diameters and
packages:

Flux contents: from 0,5 % to 5,0 %
Wire diameter: 0,25 to 8,0 mm (partially bigger)
Solder wire on spools: per 50 g, 100 g, 250 g, 500 g, 1,00 kg,

5 ,00 kg, 10,00 kg, 15,00 kg, 20,00 kg
cardette per 1 m, 10 g, 20 g,
dispenser per 15 g, 20 g, 25 g, 40 g
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FELDER - ISO-����®-soft solder wires and lead wire

Pure tin wire
    Melting Range

Sn 99,9% 232° C 2,00 mm Ø 1,000 kg spool
3,00 mm Ø 1,000 kg spool
4,00 mm Ø 1,000 kg spool

Lead wire
    Melting Range

Pb 99,99% 327° C 0,30 mm Ø 1,000 kg spool
0,50 mm Ø 1,000 kg spool
0,60 mm Ø 1,000 kg spool
0,70 mm Ø 1,000 kg spool
0,80 mm Ø 1,000 kg spool
0,90 mm Ø 1,000 kg spool
1,00 mm Ø 1,000 kg spool
1,50 mm Ø 1,000 kg spool
2,00 mm Ø 1,000 kg spool
3,00 mm Ø 1,000 kg spool
4,00 mm Ø 1,000 kg spool
5,00 mm Ø 1,000 kg rings
6,00 mm Ø 1,000 kg rings
7,00 mm Ø 1,000 kg rings
8,00 mm Ø 5,000 kg rings
9,00 mm Ø 5,000 kg rings

        10,00 mm Ø 5,000 kg rings

from 5,00 mm Ø - also deliverable in 5,00 kg coils

Special soft solder
with low melting range
triangular rods 400 mm,
partially also deliverable in wire form

Alloy contents
            (weight-%)

Melting Range Bi         Pb        Sn       other
47° C eutectic 44,7 22,6 8,3 19,1 In/5,3Cd
58° C eutectic 49,0    18,0 12,0 21,0 In
70° C eutectic 49,5 27,3 13,1 10,1 Cd
69 - 71° C 50,0 25,0 12,5 12,5 Cd
92° C 51,6 40,2   8,2 Cd
92 - 100° C 45,0 40,0 15,0 Cd
95,5° C 52,5 32,0 15,5
95 - 108°C 50,0 28,0 22,0
95 - 115°C 43,0 31,5 25,0   0,5 Cu
103° C 54,0 26,0 20,0 Cd
124° C 55,5 44,5
138° C 58,0 42,0

14992040
14993040
14994040

14000340
14000540
14000640
14000740
14000840
14000940
14001040
14001540
14002040
14003040
14004040
14005041
14006041
14007041
14008051
14009051
14010051

20,0 kg
20,0 kg
20,0 kg

20,0 kg
20,0 kg
20,0 kg
20,0 kg
20,0 kg
20,0 kg
20,0 kg
20,0 kg
20,0 kg
20,0 kg
20,0 kg
  1,0 kg
  1,0 kg
  1,0 kg
  5,0 kg
  5,0 kg
  5,0 kg

We also develop special alloys for your
requested melting ranges!
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FELDER - solid soft solder wires and fitting solders

14412010
14412020
14412030
14412040
14413010
14413020
14413030
14413040
14503010
14503020
14503030
14503040
14612010
14612020
14612030
14612040
14613010
14613020
14613030
14613040

14972010
14972020
14972710
14972720

14952010
14952020
14953010
14953020

Solder wire „Massiv“, �DIN EN 29453,
without flux

    Melting Range
S-Pb60Sn40        183 - 235° C 2,00 mm Ø 0,100 kg spool

2,00 mm Ø 0,250 kg spool
2,00 mm Ø 0,500 kg spool
2,00 mm Ø 1,000 kg spool

S-Pb60Sn40        183 - 235° C 3,00 mm Ø 0,100 kg spool
3,00 mm Ø 0,250 kg spool
3,00 mm Ø 0,500 kg spool
3,00 mm Ø 1,000 kg spool

S-Pb50Sn50        183 - 215° C 3,00 mm Ø 0,100 kg spool
3,00 mm Ø 0,250 kg spool
3,00 mm Ø 0,500 kg spool
3,00 mm Ø 1,000 kg spool

S-Sn60Pb40        183 - 190° C 2,00 mm Ø 0,100 kg spool
2,00 mm Ø 0,250 kg spool
2,00 mm Ø 0,500 kg spool
2,00 mm Ø 1,000 kg spool

S-Sn60Pb40        183 - 190° C 3,00 mm Ø 0,100 kg spool
3,00 mm Ø 0,250 kg spool
3,00 mm Ø 0,500 kg spool
3,00 mm Ø 1,000 kg spool

Fittings solder wire Cu-Rotin®3, acc. DIN EN 29453,
for soft soldering of copper tubes in the field of cold and hot water
installation (up to 110° C) acc. DVGW-working sheet GW 2
distinguished with the RAL-quality seal of the Gütegemeinschaft
Kupferrohr e.V.

     Melting Range

S-Sn97Cu3         230 - 250° C 2,00 mm Ø 0,100 kg spool
2,00 mm Ø 0,250 kg spool

S-Sn97Cu3         230 - 250° C 2,70 mm Ø 0,100 kg spool
2,70 mm Ø 0,250 kg spool

Fittings solder wire Cu-Rotin��, acc. DIN EN 29453,
for soft soldering of copper tubes in the field of cold and hot water
installation (up to 110° C) acc. DVGW-working sheet GW 2
distinguished with the RAL-quality seal of the Gütegemeinschaft
Kupferrohr e.V.

also suitable for soldering of steel and stainless steel

     Melting Range
S-Sn97Ag3         221 - 240° C 2,00 mm Ø 0,100 kg spool

2,00 mm Ø 0,250 kg spool
S-Sn97Ag3         221 - 240° C 3,00 mm Ø 0,100 kg spool

3,00 mm Ø 0,250 kg spool

10,0 kg
12,5 kg
15,0 kg
20,0 kg
10,0 kg
12,5 kg
15,0 kg
20,0 kg
10,0 kg
12,5 kg
15,0 kg
20,0 kg
10,0 kg
12,5 kg
15,0 kg
20,0 kg
10,0 kg
12,5 kg
15,0 kg
20,0 kg

100 pc
  50 pc
100 pc
  50 pc

10,0 kg
12,5 kg
10,0 kg
12,5 kg

All solder wires can be produced in following diameters and
packages:

Flux contents: from 0,5 % to 5,0 %
Wire diameter: 0,25 to 8,0 mm (partially bigger)
Solder wire on spools: per 50 g, 100 g, 250 g, 500 g, 1,00 kg,

5 ,00 kg, 10,00 kg, 15,00 kg, 20,00 kg
cardette per 1 m, 10 g, 20 g,
dispenser per 15 g, 20 g, 25 g, 40 g
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FELDER - soft solder- and tinning paste-
   Cu-Rofix®-fittings solder paste

Soft solder- and tinning paste,�acc. DIN EN 29453,
Flux acc. DIN EN 29454.1, 3.1.1.C (F-SW 21), specially for
tinning in the field of coach working, metal content 60 - 70 %,
complete metal paste - mixing is not necessary

Melting Range
S-Pb74Sn25Sb1   186  - 260° C 1,000 kg bottle
S-Pb60Sn40   183  - 235° C 0,100 kg bottle

0,250 kg bottle
0,500 kg bottle
1,000 kg bottle
10,00 kg bucket

SSn60Pb40   183  - 190° C 0,250 kg bottle
0,500 kg bottle
1,000 kg bottle
10,00 kg bucket

S-Sn99,9 %       232° C 1,000 kg bottle

Fittings solder pastes for soft soldering of copper tubes in the field
of cold and hot water installation acc. DVGW-working sheet GW 7
The following fittings soldering pastes carry the DVGW-testing seal
and it is distinguished with the RAL-quality seal of the Gütege-
meinschaft Kupferrohr e.V. Metal content: at least 60 %.
The flux residues are cold water soluble and are easily removable
through rinsing.

Fittings solder paste Cu-Rofix�3-Spezial,
acc. DIN EN 29453, DIN EN 29454.1 - 3.1.1.C (F-SW 21),
with brush inset, DVGW-Testing seal: DV-0101 AT 2247 (Fl 058)
S-Sn97Cu3   230  - 250° C 0,100 kg bottle

0,250 kg bottle

Fittings solder paste Cu-Rofix�3,
acc. DIN EN 29453, DIN EN 29454.1 - 3.1.1.C (F-SW21),
low smoke emission, preferably used with electric resistance
soldering appliances
DVGW-testing seal: DV-0101 AT 2244 (Fl 010)
S-Sn97Cu3   230  - 250° C 0,100 kg bottle

0,250 kg bottle

Fittings solder paste Cu-Roclean�3,
acc. DIN EN 29453, DIN EN 29454.1 - 2.1.2.C (F-SW25),
ph-neutral - dermatologically safe - environmentally safe -
zinc chloride free
low smoke emission,  acc. DVGW-working sheet GW 7
S-Sn97Cu3   230  - 250° C 0,250 kg bottle

Fitting solder paste Cu-Rofix�4,
DIN EN 29453, DIN EN 29454.1 - 3.1.1.C (F-SW 21),
low smoke emission, preferably used with electric resistance
soldering appliances
S-Sn97Ag3   221  - 240° C 0,100 kg bottle

0,250 kg bottle

Fitting solder paste Cu-Rofix�4-Spezial,
DIN EN 29453, DIN EN 29454.1 - 3.1.1.C (F-SW 21),
with brush inset
S-Sn97Ag3   221  - 240° C 0,100 kg bottle

0,250 kg bottle

21256070
21416050
21416055
21416060
21416070
21416080
21616055
21616060
21616070
21616080
21996070

229760501
229760551

22976050
22976055

229760555

22956050
22956055

229560501
229560551

   15 pc
   50 pc
   45 pc
   30 pc
   15 pc
     1 pc
   45 pc
   30 pc
   15 pc
     1 pc
   15 pc

 100 pc
   50 pc

 100 pc
   50 pc

  50 pc

 100 pc
   50 pc

 100 pc
   50 pc

���
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Solar-soft solder paste 120, acc.DIN EN 29453, S-Sn97Cu3,
DIN EN 29454-1, 1.1.3.B (F-SW 32), metal content: 70 - 85 %,
soft solder paste for solar commutators, the residues are not corrosive
and can stay on the soldered joint

            1,000 kg cartridge
          10,000 kg bucket
          25,000 kg metal bucket

Solar-soft solder paste 120, acc. DIN EN 29453, S-Sn97Ag3,
DIN EN 29454-1, 1.1.3.B (F-SW 32), metal content: 70 - 85 %,
soft solder paste for solar commutators, the residues are not corrosive
and can stay on the soldered joint

            1,000 kg cartridge
          10,000 kg bucket
          25,000 kg metal bucket

Solar-soft solder paste 152, acc. DIN EN 29453, S-Sn97Cu3,
DIN EN 29454-1, 1.1.2.B (F-SW 26), metal content: 70 - 85 %,
soft solder paste for solar commutators, the residues are not corrosive
and  can stay on the soldered joint

            1,000 kg cartridge
          10,000 kg bucket
          25,000 kg metal bucket

Solar-soft solder paste 152, acc. DIN EN 29453, S-Sn97Ag3,
DIN EN 29454-1, 1.1.2.B (F-SW 26), metal content: 70 - 85 %,
soft solder paste for solar commutators, the residues are not corrosive
and can stay on the soldered joint

            1,000 kg cartridge
          10,000 kg bucket
          25,000 kg metal bucket

- Our soft solder pastes are also deliverable
with other soft solder alloys -

1,0 kg
10,0 kg
25,0 kg

 1,0 kg
10,0 kg
25,0 kg

 1,0 kg
10,0 kg
25,0 kg

 1,0 kg
10,0 kg
25,0 kg

Solar - soft solder paste

Years of experience with commutator manufacturers have shown
that the soft solder connection of copper  tubes  and copper sheets
with the FELDER-Solar-soft solder pastes is very well suitable. The
basis of the flux content consists of modified colophony. The
remaining flux residues are not corrosive and can stay on the
soldered joint. The consistence of the soldering paste is constant,
so that  the soldering paste does not run before the soldering
process starts.

The special additives ensure that the flux residues do not degas after
the soldering process and the tarnishing of the commutator plates
will be avoided.

We are in the position to deliver soldering pastes of different flux
contents and are therefore able to adapt best possible to our cust-
omers needs;

FELDER - Solar - soft solder paste

2201977070
2201977080
2201977085

2201957070
2201957080
2201957085

2202977070
2202977080
2202977085

2202957070
2202957080
2202957085
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Solder oil „ST“, acc. DIN EN 29454.1, 3.2.2.A (F-SW 11)
flux for soft soldering of steel and stainless steel
* with brush inset

100 ml bottle*
250 ml bottle
500 ml bottle

25,000 kg canister

Solder liquid „VA-NOX“, acc. DIN EN 29454.1, 3.2.1.A (F-SW 11)
flux for soft soldering of stainless steel roof tracks,
zinc chloride free
1.000 ml bottle

FELDER - soft solder fluxes

24100051
24100056
24100061
24100085

24010070

24110050
24110055
24110070
24110060
24110085

24200085

24220021
24220036
24220051
24220056
24220061
24220071
24220086

24360051
24360056
24360061

24300050
24300055
24300060
24300070
24300085

 100 pc
   45 pc
   20 pc
     1 pc

   15 pc

   50 pc
   45 pc
   30 pc
   15 pc
     1 pc

     1 pc

 100 pc
 100 pc
 100 pc
   45 pc
   20 pc
   15 pc
     1 pc

 100 pc
   45 pc
   20 pc

   50 pc
   45 pc
   30 pc
   15 pc
     1 pc

Solder liquid „ZD“, acc. DIN EN 29454.1, 3.2.2.A (F-SW 11)
for soft soldering of new and also strong oxidated titan zinc,
galvanized steel sheet and fine zinc
* with brush inset

0,100 kg bottle*
0,250 kg bottle*
0,500 kg bottle
1,000 kg bottle

25,000 kg canister

Solder concentrate no. 2, acc. DIN EN 29454.1, 3.1.1.A (F-SW 12)
flux for soft soldering of radiators

25,000 kg canister

Solder liquid, acc. DIN EN 29454.1, 3.1.1.A (F-SW 12)
flux for general soldering works
*with brush inset

25 ml bottle*
50 ml bottle*

100 ml bottle
250 ml bottle
500 ml bottle

1.000 ml bottle
25,000 l canister

Solder liquid W 25, acc. DIN EN 29454.1, 2.1.2.A (F-SW 25)
special flux for fittings (sanitary use)

100 ml bottle
250 ml bottle
500 ml bottle

Solder liquid „KD“, acc. DIN EN 29454.1, 3.1.1.A (F-SW 21)
flux for soft soldering of copper tubes, gutters and down-pipes
*with brush inset

0,100 kg bottle*
0,250 kg bottle*
0,500 kg bottle
1,000 kg bottle

25,000 kg canister
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Soft solder flux Cu-Roflux����,
acc. DIN EN 29454.1 - 3.1.1.A (F-SW 21),
liquid flux for soft soldering in the field of cold and hot water installation
acc. DVGW-working sheet GW7, distinguished with the RAL-quality
seal  of  the Gütegemeinschaft Kupferrohr e.V., flux residues are cold
water soluble and easily removable through rinsing.
DVGW-test mark: DV-0101 AT 2246 (Fl 050)
*with brush inset

0,100 kg bottle*
0,250 kg bottle*
0,500 kg bottle
1,000 kg bottle

25,000 kg canister

Soft solder flux Cu-Roclean®,
DIN EN 29454.1 - 2.1.2.C (F-SW 25),
ph-neutral - dermatologically safe - environmentally safe
zinc chloride free flux for soft soldering of copper tubes in the field of
cold and hot water installation DVGW-working sheet GW7, distinguished
with the RAL-quality seal from the Gütegemeinschaft Kupferrohr e.V.,
flux residues are cold water soluble and easily removable through
rinsing.
DVGW-test mark: DV-0101 AT 2046

0,125 kg bottle

Soft solder flux Cu-Roplus®,
DIN EN 29454.1 - 3.1.1.C (F-SW 21),
pasty flux for soft soldering of copper tubes in the field of cold and hot
water installation acc. DVGW-working sheet GW7, distinguished with
the RAL-quality seal of the Gütegemeinschaft Kupferrohr e.V., flux
residues are cold water soluble and easily removable through rinsing

DVGW-test mark: DV 0101 AT 2243 (Fl009)
35 g tube
70 g tube

100 g bottle with brush inset

FELDER - soft solder flux

   50 pc
   45 pc
   30 pc
   15 pc
     1 pc

50 pc

200 pc
 100 pc
   50 pc

24300150
24300155
24300160
24300170
24300185

24350152

24310198
24310199
24310150

Cu-Ro-soft solder fluxes have been specially developed for
soft soldering of copper tubes. 99 % of the flux residues, which

remain after soldering process, will be removed after first rinsing.
Therefore an oxidation caused by flux residues is impossible.

Cu-Roclean® has been especially developed
for plumbers who have allergy-problems with zinc chloride.
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FELDER - soft solder paste

24310010
24310035
24310050
24310055
24310060
24310070
24310075
24310099

24320035

24400551
24400556
24400561
24400571
24400586

24400135

24510050
24510055
24510060
24510070

Solder grease,
acc. DIN EN 29454.1, 3.1.1.C (F-SW 21),
flux for soft soldering of copper and copper alloys
for general soldering works

20 g bottle
50 g bottle

100 g bottle
250 g bottle
500 g bottle

1.000 g bottle
5.000 g bucket

70 g tube

Solder pen „SP“, acc. DIN EN 29454.1, 3.1.1.C (F-SW 21),
soft soldering flux, coated with soldering tin foil, for soldering of
copper, copper alloys, zinc, galvanized steel sheets and iron,
especially suitable for electric installation,
particularly cable solderings, size 20 x 200 mm

 Stearin solder oil, acc. DIN EN 29454.1, 3.1.1.C (F-SW 21),
 flux for soft soldering of lead tubes and sheets

100 ml bottle
250 ml bottle
500 ml bottle

1.000 ml bottle
25 l canister

 Stearin rods, DIN EN 29454.1, 3.1.1.C (F-SW 21),
 flux for soft soldering of lead tubes and sheets,
 size 20 x 140 mm

 Aluminium-soft solder flux,
 acc. DIN EN 29454.1, 2.1.3.C (F-LW 2),
 flux for soft soldering of aluminum and
 aluminium alloys, working temperature 200 - 300° C

0,100 kg bottle
0,250 kg bottle
0,500 kg bottle
1,000 kg bottle

           other packages deliverable on request

After we have taken over the flux production of the
AMI DODUCO GmbH,

  we can deliver all Doflux-products  in original composition.

 200 pc
 200 pc
 150 pc

50 pc
 25 pc

  16 pc
   1 pc

 100 pc

100 pc

 100 pc
   45 pc
   30 pc
   15 pc
     1 pc

1 pc

 100 pc
   45 pc
   30 pc
   15 pc

soft soldering flux soft soldering fluxDIN 8511 DIN 8511

Doflux No. 1

Doflux No. 2

Doflux No. 3

Doflux No. 4

Doflux No. 5

Doflux No. 6

Doflux No. 7

Doflux No. 8

Doflux No. 9

Doflux No. 10

Doflux No. 11

Doflux No. 12

Doflux No. 13

F-SW 31

F-SW 32

F-SW 26

F-SW 24

F-SW 23

F-SW 21

F-SW 12

F-SW 11

F-SW 24

---

F-SW 23

F-SW 25

F-SW 22
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Electronic solders ISO-Tin®, DIN EN 29453
Melting Range

S-Sn60Pb40E (pure metals made of first melting)
250 g triangular rods 183 - 190° C
1,0 kg rods, 330 x 20 x 20 mm 183 - 190° C
3,5 kg blocks with hanging hole 183 - 190° C

Electronic solders ISO-Tin®, DIN EN 29453
S-Sn63Pb37E (pure metal made of first melting)
250 g triangular rods 183° C eutectic
1,0 kg rods, 330 x 20 x 20 mm 183° C eutectic
3,5 kg blocks with hanging hole 183° C eutectic

Electronic solders ISO-Tin®

Sn64Pb36E (pure metal made of first melting)
250 g triangular rods 183 - 185° C
1,0 kg rods, 330 x 20 x 20 mm 183 - 185° C
3,5 kg blocks with hanging hole 183 - 185° C

High temperature solder „HT-L 60/40“,
60 % Sn, 40 % Pb with desoxidized additives, for filling of
soldering pots with permanent temperature of approx. 350 - 400° C,
250 g triangular rods

Desoxidation tabs, S-Sn60Pb40P, approx. 5 gr./pc,
for reducing dross formation in soldering pots, 250 gr. bottle

All alloys also deliverable with phosphorus additives.

Our laboratory equipped with emission spectrometer is available
for control analysis of your soldering pots anytime.

High temperatur solder,
approx. 250 g triangular rods per 400 mm,
also deliverable in wire form or rods
S-Pb93Sn5Ag2,          296 - 301° C
S-Pb98Ag2,          304 - 305° C
S-Pb95Ag5,          304 - 365° C
L-PbAg2Sn2,          304 - 310° C

We produce the alloys mentioned above , also as soldering wire for
the automatic supply.

Selection of lead free soldering alloys
The following alloys are deliverable basically in massiv form
(rods, bars, etc.) and also partially in wire form with or without
flux core.

77,2 Sn / 20,0 In / 2,8 Ag 189° C
93,6 Sn / 4,7 Ag / 1,7 Cu 216 - 218° C
95,5 Sn / 4,0 Ag / 0,5 Cu 216 - 219° C
95,5 Sn / 3,8 Ag / 0,7 Cu 217 - 219° C
96,7 Sn / 2,0 Ag / 0,8 Cu / 0,5 Sb 217 - 220° C
96,5 Sn / 3,5 Ag 221° C
97,0 Sn / 3,0 Ag 221 - 230° C
96,0 Sn / 4,0 Ag 221 - 238° C
95,0 Sn / 5,0 Ag 221 - 240° C
99,3 Sn / 0,7 Cu 227° C
97,0 Sn / 3,0 Cu 230 - 250° C
100,0 Sn 232° C
99,0 Sn / 1,0 Sb 235° C

Further lead free alloys can be delivered on request.

12600120
12600040
12600046

12780120
12780040
12780046

12800120
12800040
12800046

12660120

12669055

25,0 kg
25,0 kg
  3,5 kg

25,0 kg
25,0 kg
  3,5 kg

25,0 kg
25,0 kg
  3,5 kg

25,0 kg

     1 pc

25,0 kg
25,0 kg
25,0 kg
25,0 kg

FELDER - ISO-Tin®- electronic solders and special soft solders
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ISO�����® „ELS 3304“, acc. DIN EN 29454.1, 1.2.3.A,
halide free flux on alcohol basis for the mechanical soldering
of printed circuit boards with standard equipment, especially
for soldering in the field of copper technology

5,000 l canister
25,000 l canister

ISO�����® „ELR 3410“, acc. DIN EN 29454.1, 2.2.3.A,
halide free flux on alcohol basis for the mechanical soldering
of printed circuit boards with standard equipment, especially for
the high qualified production in the field of commercial electronics

5,000 l canister
25,000 l canister

ISO�����® „ELR 3420“, acc.DIN EN 29454.1, 2.2.3.A,
halide free flux on alcohol basis for the mechanical soldering
of printed circuit boards with standard equipment, especially for
the highly qualified production in the field of commercial electronics,
with low solid matter contents

5,000 l canister
25,000 l canister

ISO�����® ����������� acc.DIN EN 29454.1, 2.1.3.A,
halide free flux on alcohol basis for the mechanical soldering
of printed circuit boards with standard equipment in inert gas
systems, especially for the highly qualified production in the field of
commercial electronics

25,000 l canister

Flux thinner „VF-1“, thinner on alcohol basis,
serves for the adjustment of optimal concentration of flux
in wave soldering units

1,000 l bottle
5,000 l canister

25,000 l canister
Flux cleaner „FR-1“,
printed circuit board cleaner on the basis of alcaline liquid,
for cleaning of soldered electrical assembly systems

     1,000 l bottle
5,000 l canister

Titration solvent,
KOH-solvent for the activity determination of electronic fluxes

1,000 l bottle
25,000 l canister

Indicator solvent,
solvent for determination of the switching point
(from transparent to pink) of the activity determination of
electronic fluxes

0,100 l bottle
1,000 l bottle

Titration set,
for the activity determination of fluxes

25830476
25830486

25840276
25840286

25841076
25841086

25849986

25800071
25800076
25800086

25810071
25810073

25990071
25990086

25990151
25990171

27900099

FELDER - electronic fluxes and soldering auxiliaries

      5,0 l
    25,0 l

      5,0 l
    25,0 l

      5,0 l
    25,0 l

    25,0 l

      1,0 l
      5,0 l
    25,0 l

     1,0 l
     5,0 l

      1,0 l
    25,0 l

   1 pc
   1 pc

1 pc
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FELDER - ISO-Cream® - solder pastes

237232....

237233....

237234....

237226....

237235....

237236....

239900....

ISO�Cream® „EL“, S-Sn62Pb36Ag2, acc. DIN EN 29453,
flux 1.1.3.C, acc. DIN EN 29454.1 (F-SW 32),
metal content 90 %, low odour No-Clean solder paste for an
excellent wetting of all known surfaces,
halide and amin free

ISO�Cream® „ELI“, S-Sn62Pb36Ag2, acc. DIN EN 29453,
flux 1.2.3.C, acc. DIN EN 29454.1 (F-SW 33),
metal content 90 %, low odour No-Clean solder paste for an
excellent wetting under protective gas, halide and amin free

ISO�Cream® „ELS“, S-Sn62Pb36Ag2, acc. DIN EN 29453,
flux 1.2.3.C, acc. DIN EN 29454.1 (F-SW 33), metal content 90 %,
water soluble solder paste for an excellent wetting on all
known surfaces, halide and amin free

ISO�Cream® „RA“, S-Sn62Pb36Ag2, acc. DIN EN 29453,
flux 1.1.2.C, acc. DIN EN 29454.1 (F-SW 26),
metal content 90 %, solder paste for difficult to wet
components, with organic binding agent on resin basis

ISO�Cream® „ELS-K“, S-Sn62Pb36Ag2, acc.DIN EN 29453,
flux 1.2.3.C, acc. acc. DIN EN 29454.1 (F-SW 33), metal content  90 %,
synthetic solder paste on plastic basis, with organic binding agents
on resin basis

ISO�Cream® „ELS-DP“, S-Sn62Pb36Ag2, acc. DIN EN 29453,
flux 1.2.3.C, acc. DIN EN 29454.1 (F-SW 33), metal content 90 %,
synthetic solder paste, especially for soldering in the vapour phase,
with organic binding agents on resin basis

Stencil cleaner „SR 01“, cleans the stencil very well without harming
the solder paste which often happens during cleaning with alcohol or
other solvents

Packages:  200 g bottles
 500 g bottles
 or cartridges on request

All ISO�Cream® -soldering pastes can be adjusted in its viscosity
especially for your production process.

       1 pc

       1 pc

       1 pc

       1 pc

       1 pc

       1 pc

       1 pc

FELDER-ISO�Cream® -solder pastes can be stored in constant
room temperature (approx. 20° C).

Complicated storage in refrigerator is not nessecary, so that the
soldering paste can be used at anytime.
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Cable flux, acc. DIN EN 29454.1, 2.1.2.A
soft solder flux for tinning of copper cable ends;
the solder does not creep under the insulation

 „KF 1“ (on alcoholic basis)
1,000 l bottle

25,000 l canister

„KF 070“ (on alcoholic basis)
stronger activated, for oxidated cable ends

1,000 l bottle
25,000 l canister

„KF L“ (on aqueous basis)
1,000 l bottle

25,000 l canister

Cable flux „KF 23“, acc. DIN EN 29454.1, 2.2.3.A
soft solder flux for a partially connection of copper cable ends
also for copper strands with high capillary effect

1,000 l bottle

Soldering oil „ISO-Flux® E“, acc. DIN EN 29454.1, 1.1.2.A
Soft solder flux for soldering in the field of electronics,
halide activated

0,100 l bottle
1,000 l bottle

Soldering paste „ISO-Flux® E“, acc. DIN EN 29454.1, 1.1.2.C
Soft solder flux for soldering in the field of electronics,
halide activated

20 g bottle
50 g bottle

100 g bottle

Soldering oil „ISO-Flux® Kolo“, acc. DIN EN 29454.1, 1.1.1.A
soft solder flux for soldering in the field of electronics,
based on pure colophony

0,100 l bottle
1,000 l bottle

Soldering paste „ISO-Flux® KK 31“, acc. DIN EN 29454.1, 1.1.1.C
Soft solder flux for soldering in the field of electronics,
based on pure colophony

100 g bottle
250 g bottle

Soldering flux „ISO-Flux® EL“, acc. DIN EN 29454.1, 1.1.3.A
soft solder flux for soldering in the field of electronics,
halide free activated

0,100 l bottle
1,000 l bottle

Soldering paste „ISO-Flux® EL“, acc. DIN EN 29454.1, 1.1.3.C
soft solder flux for soldering in the field of electronics,
halide free activated

100 g bottle
250 g bottle

25100071
25100086

25160071
25160086

25110071
25110086

25120071

25200051
25200071

25280010
25280035
25280050

25400051
25400071

25480050
25480055

25500051
25500071

25580051
25580055

FELDER - electronic fluxes and soldering auxiliaries

15 pc
1 pc

15 pc
1 pc

15 pc
1 pc

   15 pc

100 pc
  15 pc

 200 pc
 200 pc
 150 pc

 100 pc
   15 pc

 100 pc
   50 pc

 100 pc
   15 pc

 100 pc
   50 pc
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DV-0101 AT 2245 (Fl 032)

Flux for silver solders Cu-Rosil®,

Paste, acc. DIN EN 1045 - FH 10, hard solder flux  for hard soldering of
copper tubes in the cold, warm, gas and oil installation
in connection with brass and red brass fittings   working temperature
0,100 kg bottle             500  - 800 °C
0,250 kg bottle
0,500 kg bottle
1,000 kg bottle
Flux for silver solders „CuFe Nr. 1“,
Paste, acc. DIN EN 1045 - FH 10, hard solder flux for hard soldering of
copper, copper alloys, steel and stainless steel
0,100 kg bottle 500  - 800 °C
0,250 kg bottle
0,500 kg bottle
1,000 kg bottle
Flux for silver solders „CuFe Nr. 1 - Spezial“,
acc. DIN EN 1045 - FH 10, hard solder paste for soldering of hard
metals
0,250 kg bottle 500  - 800 °C
0,500 kg bottle
1,000 kg bottle
Flux for silver solders „CuFe P“,
powder, acc. DIN EN 1045 - FH 10, hard solder flux for soldering of
all metals and alloys excluding light metals
0,100 kg bottle 500  - 800 °C
0,250 kg bottle
0,500 kg bottle
1,000 kg bottle
Hard solder powder „UNIVERSAL“,
acc. DIN EN 1045 - FH 21, for hard soldering of copper, brass,
red brass and other alloys, for use of solders, which have a
working temperature above 800 ° C
0,100 kg bottle             800 - 1100° C
0,250 kg bottle
0,500 kg bottle
1,000 kg bottle
Hard solder paste „UNIVERSAL“,
acc. DIN EN 1045 - FH 21, for hard soldering of copper, brass,
red brass and other alloys, for use of solders, which have a
working temperature above 800 ° C
0,100 kg bottle 800 - 1100° C
0,250 kg bottle
0,500 kg bottle
1,000 kg bottle

After we have taken over the flux production of the
AMI DODUCO GmbH,

 we can deliver all Amonal products in original composition.

26100050
26100055
26100060
26100070

261000501
261000551
261000601
261000701

261000559
261000609
261000709

26150050
26150055
26150060
26150070

26200050
26200055
26200060
26200070

26250050
26250055
26250060
26250070

FELDER - hard solder flux

   50 pc
   50 pc
   25 pc
   16 pc

   50 pc
   50 pc
   25 pc
   16 pc

   50 pc
   25 pc
   16 pc

  50 pc
   50 pc
   25 pc
   16 pc

   50 pc
   50 pc
   25 pc
   16 pc

   50 pc
   50 pc
   25 pc
   16 pc

NE-metals, precious metals, suitable for spot-soldering
serves also for thining of the Amonal-pastes
electric resistance soldering

hard solder flux for connection with:
all metals and alloys, excluding hard metals,
specially suitable for brazing

Amonal W
Amonal L

specially for hard metal connections and highly
alloyed steels, tungsten, molybdenum

Amonal B

Amonal Z

Amonal Standard

all metals and alloys, excluding light metals,
specially suitable for mechanical soldering

Amonal M

Amonal K

specially suitable for copper, brass and copper nickel
brazes

all metals and alloys, excluding light metals,
very good cleaning effect with low temperature
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Aluminium hard solder powder „No. 1“, acc. DIN EN 1045 FL 10
flux for hard soldering and welding of aluminium and aluminium
alloys, based on hygroscopical fluorides

        working temperature
0,100 kg bottle  from app. 480° C
0,250 kg bottle
0,500 kg bottle
1,000 kg bottle

Aluminium hard solder paste „No. 1“, acc. DIN EN 1045 FL 10
flux for hard soldering and welding of aluminium and aluminium
alloys, based on hygroscopical fluorides
0,100 kg bottle  from app. 480° C
0,250 kg bottle
0,500 kg bottle
1,000 kg bottle

Aluminium hard solder powder „No. 2“, acc. DIN EN 1045 FL 20
flux for hard soldering and welding of aluminium and aluminium
alloys, based on non - hygroscopical fluorides
0,100 kg bottle  from app. 480° C
0,250 kg bottle
0,500 kg bottle
1,000 kg bottle

Aluminium welding powder, flux  for autogenous welding
of pure aluminium
0,100 kg bottle  from app. 500° C
0,250 kg bottle
0,500 kg bottle
1,000 kg bottle

Cast iron welding powder, flux for autogenous welding
of cast iron
0,500 kg bottle  from app. 800° C
1,000 kg bottle

Strewing powder for hardenig of steel, nitrogen hardening powder for
hardening of iron and unalloyed steel
0,500 kg bottle
1,000 kg bottle

Etching liquid, for removing of brazing flux resins,
5 l canister

Heat protection paste N, heat protection to app. 3000° C, asbestos
free, to be applied by spatula and very well suited for long
welding joints. The paste is soft and flexible.
1,000 kg bottle
5,000 kg bucket

Heat protection paste J, heat protection to app. 3000° C, asbestos
free, applyable with the hand and does not stick on the fingers or on
the material. The paste is firm and mouldable
1,000 kg bottle
5,000 kg bucket

26420050
26420055
26420060
26420070

26500060
26500070

26510060
26510070

26600076

FELDER - hard solder fluxes

150 pc
  50 pc
  25 pc
  16 pc

150 pc
  50 pc
  25 pc
  16 pc

150 pc
  50 pc
  25 pc
  16 pc

150 pc
  50 pc
  25 pc
  16 pc

  25 pc
  16 pc

  25 pc
  16 pc

       5 l

 1,0 kg
 5,0 kg

 1,0 kg
 5,0 kg

26400050
26400055
26400060
26400070

26430050
26430055
26430060
26430070

26410050
26410055
26410060
26410070
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Copper hard solder�Cu-Rophos®94,
acc. DIN EN 1044, CP 203, B-Cu94P, (L-CuP6, DIN 8513),
1,0 kg box, acc. DVGW-working sheet GW7,
for flux free soldering of copper, copper connections in the
oil-, gas- and liquid gas installation, as well as in the cold and
hot water installation for tubes with the dimension of more than
28 x 1,5 mm. For soldering of brass or red brass additionally our flux
Cu-Rosil® is required, distinguished with the RAL-quality seal of the
Gütegemeinschaft Kupferrohr e.V.,
working temperature: 730 °C, thermal stability up to 200 °C
1,50 mm square, 500 mm rods
2,00 mm square, 500 mm rods
3,00 mm square, 500 mm rods
4,00 mm square, 500 mm rods

dito, Copper hard solder�Cu-Rophos®94 - ÖKO,
acc. DIN EN 1044, CP 203, B-Cu94P, (L-CuP6, DIN 8513),  1,0 kg box,
same composition as Cu-Rophos®94, not etched because of environ-
mental reasons, that is why the rods are keeping a natural dark copper
tone
2,00 mm square, 500 mm rods
3,00 mm square, 500 mm rods

Copper hard solder Cu-Rophos®2,
acc. DIN EN 1044, CP 105, B-Cu92PAg, (L-Ag2P, DIN 8513),
1,0 kg box, acc. DVGW-working sheet GW7,
for flux free soldering of copper, copper connections in the oil-, gas- and
liquid gas installation, as well as in the cold and hot water installation
for tubes with the dimension of more than 28 x 1,5 mm, for soldering of
brass or red brass additionally our flux Cu-Rosil® is required,
distinguished with the RAL-quality seal of the Gütegemeinschaft Kupfer-
rohr e.V., working temperature: 710 °C, thermal stability up to 200 °C
1,50 mm square, 500 mm rods
2,00 mm square, 500 mm rods
3,00 mm square, 500 mm rods
4,00 mm square, 500 mm rods

dito, Copper hard solder�Cu-Rophos®2 - ÖKO,
acc. DIN EN 1044, CP 105, B-Cu92PAg, (L-Ag2P, DIN 8513), 1,0 kg box,
same composition as Cu-Rophos®2, not etched because of environ-
mental reasons, that is why the rods are keeping a natural dark copper
tone
2,00 mm square, 500 mm rods
3,00 mm square, 500 mm rods

Copper hard solder Cu-Rophos®5,
acc. DIN EN 1044, CP 104, B-Cu89PAg, (L-Ag5P, DIN 8513),
1,0 kg box, for brazing of copper tubes in the field of cold and climate
technology, working temperature: 710 °C, thermal stability up to 200 °C,
1,50 mm square, 500 mm rods
2,00 mm square
3,00 mm square

Copper hard solder  Cu-Rophos®15,
acc. DIN EN 1044, CP 102, B-Cu80PAg, (L-Ag15P, DIN 8513),
1,0 kg box, for brazing of copper tubes in the field of cold and climate
technology, working temperature: 710 °C, thermal stability up to 200 °C,
1,50 mm square, 500 mm rods
2,00 mm square, 500 mm rods
3,00 mm square, 500 mm rods

33011550
330120501
330130501
330140501

33012050
33013050

333115501
333120501
333130501
333140501

33312050
33313050

33331550
33332050
33333050

33401550
33402050
33403050

FELDER - copper hard solders

25,0 kg
25,0 kg
25,0 kg
25,0 kg

25,0 kg
25,0 kg

25,0 kg
25,0 kg
25,0 kg
25,0 kg

25,0 kg
25,0 kg

25,0 kg
25,0 kg
25,0 kg

25,0 kg
25,0 kg
25,0 kg
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FELDER-copper hard solder, acc. DIN EN 1044

size: 1,0 - 1,5 - 2,0 - 3,0 - 4,0 - 5,0 - 6,0 mm square or round

Forms of delivery: 500 mm rods - 1,0 kg coils - wire on spools,
tapes of 0,05 mm thickness, max. width 70 mm,
pieces made of wire in form of coils or cuts,
pieces made of tapes in form of small plates or slices

Further alloys and sizes are deliverable on request

for hard soldering

FELDER - copper hard solders

Composition
(weight-%)

Ag    Cu    P     Sn

working
temperature

app. ° C

tensile
strength of

the soldering
(N/mm²)

density
(g/cm³)

--      94    6      --       730                  250                       8,1

      720                  250                       8,1

      710                  250                       8,0

      710                  250                       8,1

      710                  250                       8,2

      710                  250                       8,4

--      93    7      --

--      92    8      --

   2    91,5   6,5   --

 5      89    6      --

15     80    5      --

--  86,25  6,75   7       690                  250                       8,0

of following
materials

copper to copper
   (without flux),

brass, red brass and
copper-tin-
alloys with
flux for silver solder

�Cu-Rosil®�

not usable with
materials containing
sulphur

thermal stability to
            200° C

Article
description

DIN EN 1044
ISO 3677

Cu-Rophos®94
     CP 203

Cu-Rophos®93
      CP 202

Cu-Rophos®92
      CP 201

Cu-Rophos®2
      CP 105

Cu-Rophos®5
     CP 104

Cu-Rophos®15
     CP 102

Cu-Rophos®18
     CP 101

Cu-Rophos®86
     CP 302

B-Cu94P

B-Cu93P

B-Cu92P

B-Cu92Ag

B-Cu89Ag

B-Cu80AgP

B-Cu75AgP

B-Cu86SnP

18     75    7      --       650                  250                       8,4
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FELDER-silver hard solder alloys, acc. DIN EN 1044, cadmium free, bare or flux coated acc. DIN EN 1045 FH 10

wire diameter: 0,5 - 0,7 - 0,8 - 1,0 - 1,5 - 2,0 - 2,5 - 3,0 - 4,0 - 5,0 - 6,0 Ø
flux-coated from 1,5 mm Ø

Supply forms: 500 mm rods - 1,0 kg coils - wire on spools,
small packages as rings per 100 g - rods per 25 pieces or 200 g
tapes from 0,05 mm thickness, max. width 70 mm,
pieces made of wire in form of coils or cuts,
pieces made of tapes in form of small plates or slices

Further alloys and sizes are deliverable on request

FELDER - cadmium free silver hard solders

for hard soldering of
following materials

780            400            8,8

750            430            8,7

740            430            8,8

690            400            9,1

710            450            9,5

Article
description

composition
(weight-%)

Ag   Cu    Zn   Ni  others

working
temp.

app. ° C

tensile
strength

of the
soldering
(N/mm²)

density
(g/cm³)

 5    55   40    --      -- steel, copper,
copper alloys,
nickel,
nickel alloys,
malleable cast-iron

thermal stability up to 300° C

Ag 208 (L-Ag5) B-Cu55ZnAg(Si)-820/870

ISO 3677

12    48   40    --      --

20    45   35    --      --

25    41   34    --      --

30    38   32    --      --

44    30   26    --      --

   25    40   33    --    2 Sn

60    26   14    --      --

64    21   15    --      --

   30    36   32    --    2 Sn

   34    36   27    --    3 Sn

   40    30   28    --    2 Sn

   45    27   25    --    3 Sn

   56    22   17    --    5 Sn

60    23   14    --    3 Sn

 27    39   20,5  5   8,5 Mn

 49    17   22,5  5   6,5 Mn

Ag 207 (L-Ag12) B-Cu48ZnAg(Si)-800/830

Ag 206 (L-Ag20) B-Cu44ZnAg(Si)-690/810

Ag 205 (L-Ag25) B-Cu40ZnAg-700/790

Ag 204 (L-Ag30) B-Cu38ZnAg-680/765

Ag 203 (L-Ag44) B-Ag44CuZn-675/735

Ag 108 (L-Ag25Sn)

B-Cu36ZnAgSn-630/730

Ag 107 (L-Ag30Sn)

B-Ag40CuZnSn-650/710

B-Cu36AgZnSn-665/755

B-Cu40ZnAgSn-680/760

B-Ag45CuZnSn-640/680

B-Ag56CuZnSn-620/655

B-Cu38AgZnMnNi-680/830

Ag 106 (L-Ag34Sn)

Ag 105 (L-Ag40Sn)

Ag 104 (L-Ag45Sn)

Ag 102 (L-Ag55Sn)

Ag 202 (L-Ag60)

  Ag 101 (L-Ag60Sn)

L-Ag64

Ag 503 (L-Ag27)

Ag 502 (L-Ag49) B-Ag49ZnCuMnNi-680/705

steel, copper,
copper alloys,
nickel,
nickel alloys,
malleable cast-iron

thermal stability up to 200° C

silver and
silver alloys

hard metal on steel,
tungsten and molybdenum
materials

steel, stainless steel,
copper, nickel

B-Ag60CuZn-695/730

B-Ag60CuZnSn-620/685

DIN EN 1044

72    28   --     --      --Ag 401 (L-Ag72)

Ag 403 (L-Ag56InNi)

B-Ag72Cu-780

B-Ag56CuInNi-600/710

860         400            8,4

830            400            8,5

810            400            8,7

750            400            8,9

730            450            9,1

710            430            9,0

670            400            9,2

650            400            9,4

680            400            9,6

metalized ceramics

720            450            9,7

690            300            8,9

780                              10,0

730            300            9,556    26   --     4     14 In
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FELDER-silver hard solder alloys, acc. DIN EN 1044, containing cadmium, bare or flux-coated acc. DIN EN 1045 FH 10

Wire diameter: 0,5 - 0,7 - 0,8 - 1,0 - 1,5 - 2,0 - 2,5 - 3,0 - 4,0 - 5,0 - 6,0 Ø
flux-coated from 1,5 mm Ø

Supply forms: 500 mm rods - 1,0 kg rings - wire on spools,
small packages as coils per 100 g - rods per 25 pieces or 200 g
tapes from 0,05 mm thickness, max. width 70 mm,
pieces made of wire as coils or cuts,
pieces made of tapes in form of small plates or slices

Further alloys and sizes are deliverable on request

for hard soldering of
the following

basic material

FELDER - silver hard solders containing cadmium

Article-
description

DIN EN 1044

composition
(weight-%)

working
temperature

abt. ° C

tensile
strength of

the soldering
(N/mm²)

density
(g/cm³)

20    40    25     15     -- 750            410             8,8

710            420             8,8

680            420             9,2

640            430             9,1

610            450             9,3

620            450             9,4

steel,
precious metals,
copper,
copper alloys,
nickel,
nickel alloys

thermal stability up to 200° C

25    30    27     18     --

30    28    21     21     --

34    22    24     20     --

40    19    21     20     --

45    16    17     22     --

640            350             9,550    15    17     18     --

660            300             9,5 50     15    16      16     3

Ag    Cu     Zn     Cd     Sinot standardized
copper alloys,
hard metal on steel

steel, copper,
copper alloys,
nickel,
nickel alloys
thermal stability up to 200° C

20   39,8   25    15    0,2

30   27,8   21    21    0,2

40   18,8   21    20    0,2

750            350             8,8

680            380             9,2

610            400             9,3

Ag 309 (L-Ag20Cd)

Ag 306 (L-Ag30Cd)

Ag 304 (L-Ag40Cd) B-Ag40ZnCdCu-595/630

B-Cu40ZnAgCd-605/765

B-Ag30CuCdZn-600/690

B-Ag35CuZnCd-610/700

B-Ag45CdZnCu-620/635

ISO 3677

Ag 307 (L-Ag25Cd) B-Cu30ZnAgCd-605/720

Ag 305 (L-Ag34Cd)

Ag 302 (L-Ag45Cd)

Ag 301 (L-Ag50Cd) B-Ag50CdZnCu-620/640

Ag 351 (L-Ag50CdNi) B-Ag50CdZnCuNi-635/655

L-Ag20CdSi

L-Ag30CdSi

L-Ag40CdSi

Ag   Cu    Zn    Cd    Ni
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Brass hard solder B-Cu60Zn(Si)(Mn),
acc. DIN EN 1044, CU 303 (previous L-CuZn40, DIN 8513),
for brazing of copper, nickel and steel as well as for welding
of brass and bronze, solid, 1.000 mm rods,
25,0 kg box, working temperature: app. 900 °C
  1,00 mm diameter
  1,50 mm diameter
  2,00 mm diameter
  2,50 mm diameter
  3,00 mm diameter
  4,00 mm diameter
  5,00 mm diameter
  6,00 mm diameter
  8,00 mm diameter
10,00 mm diameter
15,00 mm diameter

Brass hard solder „G“ B-Cu60Zn(Si)(Mn),
acc. DIN EN 1044, CU 303 (previous L-CuZn40, DIN 8513),
flux cored, acc. DIN EN 1045 FH 21, for hard soldering of copper,
nickel and steel as well as  for welding of brass and bronze,
500 mm rods, 5,0 kg box, working temperature: app. 900 °C
2,50 mm square
4,00 mm square

Brass hard solder „UM“ B-Cu60Zn(Si)(Mn),
acc. DIN EN 1044, CU 303 (previous L-CuZn40, DIN 8513),
flux coated, acc. DIN EN 1045 FH 21,
for hard soldering of copper, nickel and steel
as well as for welding of brass and bronze, 500 mm rods,
5,0 kg box, working temperature: app. 900 °C
2,00 mm diameter
2,50 mm diameter
3,00 mm diameter
4,00 mm diameter

Special brass hard solder B-Cu59ZnSn(Ni)(Mn)(Si),
acc. DIN EN 1044, CU 306 (previous L-CuZn39Sn, DIN 8513),
for hard soldering of copper, nickel and steel
as well as for welding of brass and bronze, 1.000 mm rods,
25,0 kg box, working temperature: app. 900 °C
2,00 mm diameter
3,00 mm diameter
4,00 mm diameter

Special brass hard solder „G“ B-Cu59ZnSn(Ni)(Mn)(Si),
DIN EN 1044, CU 306 (previous L-CuZn39Sn, DIN 8513),
twisted, flux cored,  acc. DIN EN 1045 FH 21, for hard soldering
of copper, nickel, Steel and galvanized steel sheets
as well as for welding of brass and bronze, 500 mm rods,
5,0 kg box, working temperature: app. 900° C
2,50 mm diameter
3,50 mm diameter

30001000
30001500
30002000
30002500
30003000
30004000
30005000
30006000
30008000
30008500
30009000

30022550
30024050

30012050
30012550
30013050
30014050

30102000
30103000
30104000

30122550
30123550

FELDER - brass hard solders

25,0 kg
25,0 kg
25,0 kg
25,0 kg
25,0 kg
25,0 kg
25,0 kg
25,0 kg
25,0 kg
25,0 kg
25,0 kg

  5,0 kg
  5,0 kg

  5,0 kg
  5,0 kg
  5,0 kg
  5,0 kg

25,0 kg
25,0 kg
25,0 kg

  5,0 kg
  5,0 kg
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Special brass hard solder „UM“ B-Cu59ZnSn(Ni)(Mn)(Si),
acc. DIN EN 1044, CU 306 (previous L-CuZn39Sn, DIN 8513),
flux coated, acc. DIN EN 1045 FH 21, for hard soldering
of copper, nickel, steel and galvanized steel sheets
as well as for welding of brass and bronze, 500 mm rods,
5,0 kg box, working temperature: app. 900° C
2,00 mm diameter
2,50 mm diameter
3,00 mm diameter

Copper nickel brass hard solder B-Cu48ZnNi(Si),
acc. DIN EN 1044, CU 305 (previous L-CuNi10Zn42, DIN 8513),
for hard soldering of steel, malleable cast-iron, nickel, nickel alloys
and cast-iron, solid, 1.000 mm rods, 25,0 kg box
working temperature: app. 910° C
2,00 mm diameter
3,00 mm diameter
4,00 mm diameter

Copper nickel brass hard solder „UM“ B-Cu48ZnNi(Si),
DIN EN 1044, CU 305 (previous L-CuNi10Zn42, DIN 8513),
flux cored, acc. DIN EN 1045 FH 21,
for hard soldering of steel, malleable cast-iron, nickel, nickel alloys
and cast-iron, solid, 500 mm rods, 5,0 kg box
working temperature: app. 910° C
2,00 mm diameter
2,50 mm diameter
3,00 mm diameter
4,00 mm diameter

Copper welding wire, acc. DIN 1733, S-CuAg,
for gas welding of copper tubes,
melting range: 1.070 -1.080 °C, 1.000 mm rods, 25,0 kg box,
2,00 mm diameter
3,00 mm diameter
4,00 mm diameter

Copper welding wire, acc. DIN 1733, S-CuSn,
for WIG-welding of copper tubes,
melting range: 1.020 -1.050 °C, 1.000 mm rods, 25,0 kg box,
2,00 mm diameter
3,00 mm diameter
4,00 mm diameter

Copper welding wire, acc. DIN 1733, S-Cu99,9,
for welding of copper materials,
melting range: app. 1.080 °C, 1.000 mm rods, 25,0 kg box,
2,00 mm diameter
3,00 mm diameter
4,00 mm diameter

30112050
30112550
30113050

30202000
30203000
30204000

30212050
30212550
30213050
30214050

31032000
31033000
31034000

31012000
31013000
31014000

31002000
31003000
31004000

  5,0 kg
  5,0 kg
  5,0 kg

25,0 kg
25,0 kg
25,0 kg

  5,0 kg
  5,0 kg
  5,0 kg
  5,0 kg

25,0 kg
25,0 kg
25,0 kg

25,0 kg
25,0 kg
25,0 kg

25,0 kg
25,0 kg
25,0 kg

FELDER - brass hard solders and copper welding wires
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Copper welding wire, acc. DIN 1733, S-CuSi3,
for welding of CuMn-, CuSiMn- and CuZn- alloys
for working in the field of  WIG und MIG-procedures,
melting range: 910 - 1.025° C, 1.000 mm rods, 25,0 kg box,
2,00 mm diameter
3,00 mm diameter
4,00 mm diameter

Bronze welding wire, acc. DIN 1733, S-CuSn6,
for welding of CuSn - alloys and for spreadings
1.000 mm rods, 25,0 kg box, melting range: 910 - 1.040° C
2,00 mm diameter
3,00 mm diameter
4,00 mm diameter

Bronze welding wire, acc. DIN 1733, S-CuSn12,
for welding of CuSn-alloys, very well suitable
for abrasion-resistant spreadings, 1.000 mm rods, 25,0 kg box
melting range: 910 - 1.040° C
2,00 mm diameter
3,00 mm diameter
4,00 mm diameter

Copper - nickel welding wire, acc. DIN 1733, S-CuNi30Fe,
for welding of CuNi- and sea water resistant
CuZn - alloys, 1.000 mm rods, 25,0 kg box
melting range: 1.180 - 1.240 ° C
2,00 mm diameter
3,00 mm diameter
4,00 mm diameter

Aluminium - bronze - welding wire, acc. DIN 1733, S-AlBz8,
for welding of CuAl - materials,
1.000 mm rods, 25,0 kg box
melting range: 1.030 - 1.040° C
2,00 mm diameter
3,00 mm diameter
4,00 mm diameter

Caste iron welding wire, acc. DIN 8573,
for autogenous welding on cast-iron with lamelar graphite,
600 mm rods, round or square, 25,0 kg box
melting range: app. 1.170° C
4,00 mm diameter
5,00 mm diameter
6,00 mm diameter
8,00 mm diameter

31022000
31023000
31024000

31042000
31043000
31044000

31052000
31053000
31054000

31062000
31063000
31064000

31502000
31503000
31504000

31804060
31805060
31806060
31808060

FELDER - welding wires

25,0 kg
25,0 kg
25,0 kg

25,0 kg
25,0 kg
25,0 kg

25,0 kg
25,0 kg
25,0 kg

25,0 kg
25,0 kg
25,0 kg

25,0 kg
25,0 kg
25,0 kg

25,0 kg
25,0 kg
25,0 kg
25,0 kg
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Autogenous welding wire, acc. DIN 8554, group G I,
for connection welding of tubes and sheets by normal
requirement, tensile strength: 380 N/mm²
1.000 mm rods, 5,0 kg bag, 25,0 kg box
1,00 mm diameter
1,50 mm diameter
2,00 mm diameter
2,50 mm diameter
3,00 mm diameter
4,00 mm diameter
5,00 mm diameter
6,00 mm diameter

Autogenous welding wire, acc. DIN 8554, group G II,
for connection welding of tubes and sheets by higher
requirement, tensile strength: 420 N/mm²
1.000 mm rods, 5,0 kg bag, 25,0 kg box
2,00 mm diameter
2,50 mm diameter
3,00 mm diameter
4,00 mm diameter

Autogenous welding wire, acc. DIN 8554, group G III,
for connection welding of tubes and sheets by high
requirement on the toughness, tensile strength: 440 N/mm²
1.000 mm rods, 5,0 kg bag, 25,0 kg box
2,00 mm diameter
2,50 mm diameter
3,00 mm diameter
4,00 mm diameter

Autogenous welding wire, acc. DIN 8554, group G IV,
for connection welding on thermal resistant steel with
working temperatures up to 450° C, tensile strength: 480 N/mm²
1.000 mm rods, 5,0 kg bag, 25,0 kg box
2,00 mm diameter
2,50 mm diameter
3,00 mm diameter
4,00 mm diameter

Inert gas welding wire, acc. DIN 8559, group SG 2,
copper coated, for connection welding of heavy-duty components
in steel-girder construction, boiler-, container-, appliance-,
machine-, vehicle- and ship building, 15,0 kg spools
tensile strength: 539 - 588 N/mm²
0,60 mm diameter
0,80 mm diameter
1,00 mm diameter
1,20 mm diameter
1,60 mm diameter

Inert gas welding wire, acc. DIN 8559, group SG 3,
copper coated, for connection welding of heavy-duty components
in the field of steel- and bridge building as well as ship-,
machine- and vehicle building, 15,0 kg spools
tensile strength: 560 - 620 N/mm²
0,60 mm diameter
0,80 mm diameter
1,00 mm diameter
1,20 mm diameter
1,60 mm diameter

(0,6 mm + 0,8 mm diameter also in 5,0 kg spool deliverable)

28101000
28101500
28102000
28102500
28103000
28104000
28105000
28106000

28202000
28202500
28203000
28204000

28302000
28302500
28303000
28304000

28402000
28402500
28403000
28404000

29200660
29200860
29201060
29201260
29201660

29300660
29300860
29301060
29301260
29301660

FELDER - alloyed and unalloyed welding wires

25,0 kg
25,0 kg
25,0 kg
25,0 kg
25,0 kg
25,0 kg
25,0 kg
25,0 kg

25,0 kg
25,0 kg
25,0 kg
25,0 kg

25,0 kg
25,0 kg
25,0 kg
25,0 kg

25,0 kg
25,0 kg
25,0 kg
25,0 kg

15,0 kg
15,0 kg
15,0 kg
15,0 kg
15,0 kg

15,0 kg
15,0 kg
15,0 kg
15,0 kg
15,0 kg
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FELDER - Aluminium welding wires

WIG*
MIG*

gas welding*

 WIG**
MIG*

gas welding**

WIG**
MIG**

gas welding**

 WIG**
MIG*

gas welding**

FELDER-Aluminium welding wires, acc. DIN 1732, 10 kg boxes
Wire diameters: 1.000 mm rods = 1,0 - 1,5  - 2,0 - 3,0 - 4,0 - 5,0 mm ∅∅∅∅∅

0,5 und 5,0 kg spools = 0,8 - 1,0 - 1,2 - 1,6 - 2,4 - 3,2 mm ∅∅∅∅∅

alloy
DIN 1732

material-No. working temperature
app. ° C

for welding of the
following

basic materials

suitable *
recommended **

welding procedures

S-Al99,5 3.0259 650 - 660 Al99,5 / Al99
E-Al99,5
E-AlMgSi

S-Al99,8 3.0286 660 Al99,8
Al99,7
E-Al99,5
E-AlMgSi

WIG**
MIG**

gas welding*

S-Al99,5Ti 3.0805 650 - 660 Al99,5 / Al99
AlMn

S-AlMn 3.0516 650 - 660 AlMn
AlMg1 / AlMgh2
AlMgMn
AlMg23 / AlMg5

WIG**
MIG**

gas welding*

WIG**
MIG**

gas welding*

WIG**
MIG**

gas welding**

 WIG**
MIG*

gas welding**

S-AlMg3 3.3536

3.3536

580 - 640

S-AlMg5

AlMg1 / AlMg2
AllMg3 / AlMgMn
AlMgSi0,5
Al99,9Mg1
Al99Mg2
G-AlMg3
G-AlMg3(Cu)

560 - 630 AlMg3 / AlMg5
AlMgMn
AlMg4,5Mn
AlMg3Si
AlMgSi1
AlZnMg-alloys
G-AlMg3 / G-AlMg3(Cu)
G-AlMg5

3.3548S-AlMg4,5Mn 560 - 630 AlMg4,5Mn
AlMg5 / AlMg3
AlZnMg1
G-AlMg3 / G-AlMg5
AlMgSi0,5
AlMgSi1

S-AlSi5 3.2245 570 - 630 AlMgSi1
AlZnMg-alloys
AlCuMg-alloys
AlSi-casting alloys
bis ca. 7 % Si-main
portion of alloy

S-AlSi12 3.2585 570 - 585 AlSi-casting alloys
up to abt.7 %
main portion of alloy



31

Wir sind Mitglied der Gütegemeinschaft Kupferrohr e.V. und des deutschen Kupferinstitutes (DKI).
Unsere Lote, Lötpasten und Flußmittel für die Kupferrohrinstallation entsprechen den strengen

Vorschriften der Gütegemeinschaft und werden neben unserer Qualitätsüberwachung auch
regelmäßig durch ein unabhängiges zertifiziertes Forschungsinstitut  fremdüberwacht.

Unsere Produkte sind ausgezeichnet mit dem ISORAL-Gütezeichen und tragen selbstverständlich
auch das DVGW-Prüfzeichen. Über die Anforderungen der Gütegemeinschaft Kupferrohr e.V.

und des DVGW hinaus sind unsere Fittingslötpasten und Weichlötflußmittel
 zu mindestens 99 %, meistens 100 % kaltwasserlöslich.

DINI EN 29453
Wir entwickeln und überwachen unsere Produkte generell unter extremen Bedingungen,

wie sie auch auf jeder Baustelle vorkommen können:

a) bei Raumklima (20 ° C - normale Luftfeuchtigkeit)
b) im Trockenschrank bei niedriger Luftfeuchtigkeit  im Temperaturbereich von 20 °C - 40 °C

Alle Lieferungen erfolgen unter Zugrundelegung unserer Verkaufsbedingungen.

Comparison of standards - the most important changes

L-PbSn25(Sb) S-Pb74Sn25Sb1

L-PbSn30(Sb) S-Pb70Sn30

L-PbSn35(Sb) S-Pb65Sn35

L-PbSn40(Sb) S-Pb60Sn40

L-Sn50Pb S-Pb50Sn50

L-Sn60Pb(sb) S-Sn60Pb40

L-Sn60Pb S-Sn60Pb40E

L-Sn63Pb S-Sn63Pb37E

L-SnCu3 S-Sn97Cu3

L-SnAg5 S-Sn97Ag3

soft solder fluxes

DIN 8511 DIN EN 29454.1

F-SW 11       3.2.2.

F-SW 12       3.1.1.

F-SW 21       3.1.1.

F-SW 23       2.2.3.

F-SW 24       2.1.1.
      2.1.3.
      2.2.3.

F-SW 25       2.1.2.
      2.2.2.

F-SW 26       1.1.2.

F-SW 31       1.1.1.

F-SW 32       1.1.3.

F-SW 33       1.2.3.

F-SW 34       2.2.3.

F-LW 1       3.1.1.

F-LW 2       2.1.3.

hard solder fluxes

DIN 8511 DIN EN 1045

F-SH 1       FH 10

F-SH 2       FH 21

F-SH 3       FH 30

F-LH 1       FL 10

F-LH 2       FL 20

DIN 1707 DIN EN 29453

   hard solders

DIN 8513     DIN EN 1044 ISO 3677

L-CuZn40 CU 303 B-Cu60Zn(Sn)(Si)(Mn)-870/900

L-CuZn39Sn CU 304 B-Cu48ZnNi(Si)-890/920

L-CuNi10Zn42 CU 305 B-Cu89PAg-645/815

S-Cu99,9 (DIN 1733)/ CU 104 B-Cu100(P)-1085
L-SFCu

S-CuAg (DIN 1733) CU 106 B-Cu99(Ag)-1070/1080

L-CuP6 CP 203 B-Cu94P-710/890

L-CuP7 CP 202 B-Cu93P-710/820

L-CuP8 CP 201 B-Cu92P-710/770

L-Ag2P CP 105 B-Cu92PAg-645/825

L-Ag5P CP 104 B-Cu89PAg-645/815

L-Ag15P CP 102 B-Cu80AgP-645/800

   silver hard solder alloys

DIN 8513     DIN EN 1044 ISO 3677

L-Ag20 AG 206 B-Cu44ZnAg(Si)-690/810

L-Ag25 AG 205 B-Cu40ZnAg-700/790

L-Ag30 AG 204 B-Cu38ZnAg-680/765

L-Ag44 AG 203 B-Ag44CuZn-675/735

L-Ag60 AG 202 B-Ag60CuZn-695/730

L-Ag25Sn AG 108 B-Cu40ZnAgSn-680/760

L-Ag30Sn AG 107 B-Cu36ZnAgSn-665/755

L-Ag34Sn AG 106 B-Cu36AgZnSn-630/730

L-Ag40Sn AG 105 B-Ag40CuZnSn-650/710

L-Ag45Sn AG 104 B-Ag45CuZnSn-640/680

L-Ag55Sn AG 102 B-Ag56CuZnSn-620/655

L-Ag60Sn AG 101 B-Ag60CuZnSn-620/685

L-Ag20Cd AG 309 B-Cu40ZnAgCd-605/765

L-Ag25Cd AG 307 B-Cu30ZnAgCd-605/720

L-Ag30 Cd AG 306 B-Ag30CuCdZn-600/690

L-Ag 34Cd AG 305 B-Ag35CuZnCd-610/700

L-Ag40Cd AG 304 B-Ag40ZnCdCu-595/630

L-Ag45Cd AG 302 B-Ag45CdZnCu-605/620

L-Ag56InNi AG 403 B-Ag56CuInNi-600/710

L-Ag72 AG 401 B-Ag72Cu-780

L-Ag27 AG 503 B-Cu38AgZnMnNi-680/830

L-Ag49 AG 502 B-Ag49ZnCuMnNi-680/705

---
---

---
---

---
---

---
---

---
---

---
---

---
---

---
---

---
---

---
---

---
---

---
---

---
---

---
---

---
---

---
---

---
---

---
---

---
---

---
---

---
---

---
---

---
---

---
---

---
---

---
---

---
---

---
---

---
---

---
---

---
---

---
---

---
---

---
---

---
---

---
---

---
---

---
---

---
---

---
---

---
---

---
---

--

soft solders
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FELDER - auxiliaries and metal sprays

27110000

27120000

27130000

27100000
27100001
27100002
27100004
27100005
27100007
27100008

27100010

27140000
27141000

27161000
27161500
27162000
27162500
27163000
27162030
27162530

27180030
27180097

27200098
27200085

27190098
27190085

Soldering liquid bottle, refillable, made of plastic, yellow
bottom size 60 x 60 mm, 150 ml capacity

Acid bottle, refillable, made of plastic, blue
bottom size 60 x 60 mm, 150 ml capacity

Soldering liquid brushes,
with tinshaft and natural bristles, app. 10 mm width

Salammoniac soldering briquettes
for cleaning of soldering tips
size 0, 40 x 20 x 15 mm
size 1, 65 x 45 x 20 mm
size 2, 65 x 45 x 40 mm
size 4, 100 x 50 x 25 mm in plastic box
size 5, 200 x 45 x 40 mm
size 7, 50 g in tins
size 8, 100 g in tins

FELDER - Tinner, 20 g bottles
for cleaning of soldering tips in the field of electronics,
with metal portion for pretinning

Cleaning fleece Cu-Rovlies


free of metal, for mechanical cleaning of soldered joints
app. 60 X 130 mm, packed per 10 pieces
on spools 130 mm x 10 m

De soldering braids,
flux saturated copper for removing soldered joints on
electronical components
length: 1,6 m on snap spools or spools à 15 - 30 mm
1,0 mm width, 1,6 mm snap spool
1,5 mm width, 1,6 mm snap spool
2,0 mm width, 1,6 mm snap spool
2,5 mm width, 1,6 mm snap spool
3,0 mm width, 1,6 mm snap spool
2,0 mm width, 30 m spool
2,5 mm width, 30 m spool

White vaseline,
protective mean, especially suitable for electric joinings
such as poles of batteries, battery joining cables and car areals,
free of resin and acid
40 g boxes
60 g tubes

Heat conducting paste, free of silicone
for heat conducting in the field of semi-conductor technology
(telecommunications, measuring and controlling technology)
temperature range: - 200 up to + 130° C
35 g tubes
25 kg bucket

Heat conducting paste, containing silicone
for heat conducting in the field of semi-conductor technics,
for appliances in which higher temperatures are to be expected
on long-term
temperature range: - 100 up to + 200° C
35 g tubes
25 kg bucket

Further bundle sizes are deliverable on request

  150 pc

  150 pc

  100 pc

  500 pc
  300 pc
  150 pc
  100 pc
    50 pc
  200 pc
  200 pc

     50 pc

  250 pc
      1 pc

  100 pc
  100 pc
  100 pc
  100 pc
  100 pc
      1 pc
      1 pc

  200 pc
  100 pc

  200 pc
      1 pc

  200 pc
      1 pc
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FELDER - auxiliaries and metal sprays

Seperating spray, free of C.F.C.
seperating substance for manual welding of wire electrodes for
inert gas welding, prevents welding tips from burning together on
burner-heads and workpieces
free of silicone, 400 ml spray
free of solvent and silicone, 400 ml spray
containing silicone, 400 ml spray

Zinc spray, free of C.F.C.
long lasting protection against corrosion for all metal surfaces,
forms a quick drying and adhering protective layer of fine zinc dust,
heat-proof up to 500° C

400 ml spray

Aluminium spray, free of C.F.C.
long lasting protection against corrosion for all metal surfaces,
adheres quickly drying to all metals, wood, pottery, glass etc.

400 ml spray

Stainless steel spray, free of C.F.C.
protection against corrosion based on acrylic resin and rustproof
steel pigments, adheres to all metals, plastic material, glass, wood,
stone and cardboard for a short period up to 300 °C

400 ml spray

Copper spray, free of C.F.C.
quickly drying and safely adhering to all metals and other solid
surfaces, especially suitable for repairs (e.g. soldering or welding
joints)

400 ml spray

Brass spray, free of C.F.C.
quickly drying and safely adhering to all materials and other solid
surfaces, especially suitable for repairs (e.g. soldered or welded
joints)

400 ml spray
Zinc-aluminium mix spray, free of C.F.C.
long lasting protection against corrosion for all metal surfaces,
forms a quick drying and adhering protective layer of fine zinc dust

400 ml spray

Pipe inside cleaning brushes, made of stainless steel, with wood
handle
for 15 mm Cu-pipe
for 18 mm Cu-pipe
for 22 mm Cu-pipe
for 28 mm Cu-pipe

Thermo insulating cover, free of asbestos, with aluminium interlear,
heat resistant up to 700 ° C,
size: 500 X 330 mm
size: 800 X 500 mm

Thermo insulating cover, free of asbestos, dry cover,
heat resistant up to 1000° C,
size: 300 X 300 mm

Thermo insulating cover, free of asbestos, dry cover,
heat resistant up to 3000° C,
size: 240 X 250 mm

Thermo insulating cover, free of asbestos, wet cover,
heat resistant up to 3000° C,
size: 300 X 300 mm

27172000
27173000
27170000

27210000

27211000

27212000

27213000

27214000

27215000

27149000
27149001
27149002
27149003

27300000
27300800

27301000

27303001

27303000

12 pc
12 pc
12 pc

12 pc

12 pc

12 pc

12 pc

12 pc

12 pc

   1 pc
   1 pc
   1 pc
   1 pc

 20 pc
 20 pc

   1 pc

   1 pc

   1 pc
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FELDER - mounting foams / TANGIT

Mounting foam, acc. DIN 4102
environment friendly polyurethane foam for mounting,
bonding, dam up and filling
600 ml spray box
750 ml spray box

Gun foam, acc. DIN 4102
environment friendly polyurethane foam for mounting,
bonding, dam up and filling
750 ml spray box

Gun and foam cleaner
for foam gun cleaning after use
500 ml spray box

Foam gun
for gun foam, gun basket and needle are teflonised,
very easy to use and to clean

TANGIT
special adhesive für longitudal connections made of
PVC-U and HT-drain tubes out of ABS/ASA
125 g tube
250 g tin
500 g tin
1,0 kg tin

TANGIT PVC-C (up to +95 C)
special adhesive for longitudal connections of
pressure pipes with adhesive sockes or fittings made of PVC
250 g tin
1,0 kg tin

TANGIT-cleaner
for cleaning of PVC-U- and PVC-C-surfaces
125 ml bottle
1000 ml bottle

TANGIT KS
special cleaner for plastic-welding joints made of polyethylene,
polypropylene and PVDF
1000 ml bottle

TANGIT KS cleaning clothes
for plastic-welding joints
tins per 100 clothes/sheets

TANGIT solvent
for solventing of PVC-U-surfaces
1000 ml bottle

Further HENKEL - products are deliverable on request.

27650061
27650066

27650166

27670061

27630203

27440050
27440055
27440060
27440070

27440155
27440170

27440250
27440270

27440370

27440300

27440470

  12 pc
  12 pc

  12 pc

  12 pc

  40 pc

  30 pc
  24 pc
  12 pc
    8 pc

  24 pc
    8 pc

  20 pc
  12 pc

    8 pc

    8 pc

    8 pc
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Gliding gel for socket connectors, Type „P“, white
150 g tube
250 g tube
500 g tube

1.000 g tube
1.000 g bucket
3.000 g bucket

Gliding gel for socket connectors, green
140 ml dosage bottle
250 ml dosage bottle
500 ml dosage bottle

5000 ml bucket

Leak detecting spray,
seal testing spray
400 ml spray box

5 l canister
10 l canister

Pump bottle for leak detecting spray
high capacity spray gun

0,5 l bottle as empty bottle
0,5 l bottle with content

Burner cleaning spray
Cleaning - and degreasing-spray for all strongly dirty burner parts,

500 ml spray

Universal-boiler-cleaning-spray
special cleaner for gas- and oil operated boiler units
(e.g. inspection of gastherms),

500 ml spray box

Construction plug,
made of plastic, only suitable for seal testing

1/2“ white
1/2“ blue
1/2“ red

Construction plug,
made of plastic, but with brass thread

1/2“ blue
1/2“ red
3/4“ blue
3/4“ red

27180350
27180355
27180360
27180370
27180371
27180373

27180150
27180155
27180160
27180180

27150000
27150075
27150100

27150105
27150106

27680061

27660061

27700000
27700001
27700002

27700010
27700011
27700012
27700013

FELDER - leak detectors - lubricant - construction plugs

    50 pc
    50 pc
    24 pc
    12 pc
    18 pc
      1 pc

    50 pc
    50 pc
    20 pc
      1 pc

    12 pc
      1 pc
      1 pc

      1 pc
      1 pc

    12 pc

    12 pc

  300 pc
  300 pc
  300 pc

    10 pc
    10 pc
    10 pc
    10 pc
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Hemp, pure - 1 a quality
abt. 40 g spools in dispenser
abt. 80 g spools in dispenser
abt. 200 g plaits (PE = kg)

Teflon - thread tape,
on plastic spools, 0,1 mm x 12 mm x 12 m, with DVGW-registration

3 D - filling compound
closes pores, cracks, sealing damages on boiler units,
radiators, cylinderblocks, car cooling systems water-, steam-
and pressure resistant
1,000 kg bottle
2,500 kg bottle

AQUA - FERMIT red
sealing- and socket sealing compound, viscous elastic, easy
modelable, special adhesive strength
0,250 kg bottle
0,500 kg bottle
1,000 kg bottle

NEO FERMIT UNIVERSAL
poison free sealing paste for the cold and hot water installation, acc.
DIN DVGW. Reg.-No. 93.01 c 188 - for gas-, cold and hot water
installation (-20 °C to +100 °C). for metal thread connections with
hemp
150 g tube
325 g tube
400 g bottle
800 g bottle

LOCHER - PASTE - SPECIAL
non hardening sealing paste for metal thread connections in the field
of gas, cold and hot water installation,
acc. DIN DVGW.Reg.-Nr. 81.01 e 217
usable with hemp, up to + 130 °C
250 g tube
400 g bottle
850 g bottle

High pressure  FERMIT
poison free sealing compound, ointment like, heat and pressure
resistant (up to 16 bar), does not dry up, for sealing of threads and
flanges on high pressure systems, turbinecases e.t.c.
0,500 kg bottle
1,000 kg bottle
5,000 kg bucket

27550040
27550050
27550055

27510112

27450370
27450375

27451055
27451060
27451070

27400050
27400058
27400059
27400065

27400055
27400056
27400057

27450160
27450170
27450180

FELDER - Thread sealing materials

    12 pc
    12 pc
    62 pc

   500 pc

      1 pc
      1 pc

    24 pc
    30 pc
    18 pc

    15 pc
    15 pc
    30 pc
    18 pc

    20 pc
    18 pc
    18 pc

    30 pc
    18 pc
      1 pc
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PLASTIC  FERMIT white
white, permanent sealing compound on plastic basis for
highest demand, thermal resistant, unlimited durable, high elastic,
very high adhesive
0,250 kg tin
0,500 kg tin
1,000 kg tin
5,000 kg bucket

Fire resistant boiler compound„Froschmarke“
smooth sealing compound, fire restistant to app. +1.000 °C and more,
good adhesive on metal , not crumbeling, does not dwindle, completely
seals smoke and gas, for boilers, stoves and cookers
0,250 kg tin
0,500 kg tin
1,000 kg tin

FERMITOL liquid
liquid synthetic resin, for sealing of threads, flanges and surfaces,
oil, gas, liquid gas, petrol, benzole, paraffin, grease, water, steam,
acid, alkaline, brine and sea water resistant
0,125 kg bottle
0,250 kg bottle
0,500 kg bottle
1,000 kg bottle

FERMITEX, chem. tube cleaner
removes blockages and odours on drain valves as well as all blockages
in drain tubes, defreezes also drain tubes
1,000 kg tin
5,000 kg bucket

GLISSA, special fittings grease
heat resistant up to 160 °C, riskless in view of food, suitable for drinking
water, acc. to the KTW-recommendations of the German Federal Health
Office

60 g tubes

Drinking water fittings grease
translucent grease- and adhesive paste for the cold and hot water
installation, DVGW-tested,
thermal range: from -40 to +200°C, no drop formation
7 g tubes

23 g tubes

All gas fittings grease
fittings grease for propane-, natural- and district gas,
DIN-DVGW-Reg.-Nr. 86.01 e 053,
thermal range: -20 bis +150 °C
75 g tubes
1,0 kg tin

FELDER - thread sealing materials

27450055
27450060
27450070
27450080

27460055
27450060
27450070

27430050
27430055
27430060
27430070

27450470
27450480

27480098

27480196
27480197

27480299
27480260

    24 pc
    30 pc
    18 pc
      1 pc

    24 pc
    30 pc
    18 pc

    32 pc
    18 pc
    10 pc
      1 pc

    12 pc
      1 pc

    25 pc

    50 pc
    50 pc

    12 pc
      1 pc
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SANITARY-SILICONE Universal
acc. DIN 18545 E
permanent elastic joint sealing material with bacteriological and
fungicidal blocking effect,
standard colours: translucent, white, grey, manhattan, bahamabeige
and further sanitary colors on request
310 ml cartridge

High temperature silicone
hardly combustible, paste-like sealant for fire protecting application
with glazing and construction parts. Outstanding well adhesion on
almost every surface.
310 ml cartridge

SILICONE „Neutral“
acc. DIN EN 18545,
permanent elastic joint sealing material with bacteriogical and
fungicidal stopping effect,
standard colours: translucent, white, grey
310 ml cartridge

Silicone-pre paint
for both silicone types,
100 ml bottle

ACRYL
elastic, paintable dispersion sealant for indoor and outdoor areas,
standard colours: white, grey, brown, black
310 ml cartridge

Universal sealant
solvent free, universal, odourless construction glue,
colours: grey, brown, black
310 ml cartridge

Roof sealant
sealing compound with well adhesive power for roofs, stays well on
bitumen surfaces. Colour: black
310 ml cartridge

Mounting glue, free of solvent
very fast curing and powerfull construction glue. For wood, PVC,
stone, gypsum panels.
350 g cartridge

Cog rod gun
stable hand gun,
for 310 ml cartridges

Skeleton Cartridge gun
open 6-squared-skeleton gun, industrial- and workman quality,
für 310 ml cartridges

FELDER - silicone sealing materials and accesoires

27600060

27610060

27620060

27611000

27630160

27630460

27630560

27630660

27630200

27630201

   20 pc

   20 pc

   20 pc

   20 pc

   20 pc

   20 pc

   20 pc

   20 pc

   24 pc

   24 pc
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FELDER - dam up profiles and sound absorbing sets

Sound absorbtion set „WC“
for wall-hanging-WCs and wall-bidet made of cellulary closed
PE-foam, 100 % recyclable, silikone suitable,
with quality certificate
Material quality RG 100
Material quality RG 100 - incl. two chrome plated coverings
Material quality RG 65
Material quality RG 65 - incl. two chrome plated coverings

Sound absorbtion set „WT“
made of cellulary closed PE-foam, 100 % recyclable,
540 x 240 x 5 mm hand-wash basins
750 x 240 x 5 mm wash stand
840 x 240 x 5 mm wash stand - big

Sound absorbtion set „UR“
made of cellulary closed PE-foam, 100 % recyclable,
for urinal

Sound absorbtion tile
made of cellulary closed PE-foam, 100 % recyclable,
for stand-WC

Quick assembly strips
white, made of cellulary closed PE-foam, adhesive,
size, 45 mm  x 4 mm,
2 x 4,5 m = 9 m long

Hydrostrip
construction and sound absorbing mean for sanitary ceramics
2 x 50 cm long

Fixing profile for bathtub
50 mm width x 4 mm thickness

Fixing profile for bathtub SPEZIAL
made of cellulary closed PE-foam,
70 mm width x 5 mm thickness

PE wrapping strips,
adhesive on one side, easy to use,
Fire classification B2, optimal steam block on silicone basis,
70 x 3600 mm
100 x 3600 mm

27900027
27900028
27900025
27900026

27900030
27900031
27900032

27900040

27900050

27900051

27900052

27900053

27900054

27900055
27900056

 50 pc
 50 pc
 50 pc
 50 pc

 10 pc
 10 pc
 10 pc

   1 pc

   1 pc

 36 pc

150 pc

 40 pc

 30 pc

 64 pc
 30 pc
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info@felder.de www.felder.de
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